


(주)노바프로는 기초 이화학 실험기기, 원심분리기 등을 개발하고 제조하는 회사로서,

글로벌 품질가치를 지향하며, 동시에 유연한 사고를 바탕으로 변화무쌍한 소비자 니즈를

충족시켜나가고 있습니다.

ISO9001, ISO13485 환경을 구축함으로써 품질경영체계를 확립하였으며,

의료장비 생산을 위한 GMP 인증도 취득하였습니다.

또한 각 제품의 안전 특성 및 기본 품질의 향상을 위한 CE 인증을 취득해나가고 있으며,

각 제품이 속한 영역 내, 최상위 품질 기준에 도전하며 끊임없이 변화해가고 있습니다. 

(주) 노바프로 부설 연구소 내 다양한 전문인력을 배치하고, 자체 분석 및 측정을 위한

전문 장비를 갖추어 글로벌 품질 기준에 부합하는 우수한 제품 개발을 지속하고 있습니다.

또한 PURE & SAFE 라는 기조 및 원칙으로, 실험을 진행하는 연구자의 안전과

고객 실험데이터의 신뢰성 향상을 위해 최선을 다하고 있습니다. 

궁극적으로 높은 품질의 실험장비를 합리적인 가격으로 공급하여,

고객의 신뢰를 받는 실험장비 전문기업이 되고자 합니다. 

약속드립니다.

(주)노바프로는 고객이 필요로 하는 제품과 서비스를 공급하는데 있어,

최고의 솔루션을 제공해 나가겠습니다.

World New Pioneer in Bio-medical Laboratory Equipment

With Better Quality and Higher Value
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SEPARATION 
TECHNOLOGY
Bench-top & Floor-top Centrifuges
Supporting you all the way for your

Accurate and Clear Experiment

Centrifuges with precision, safety and stability, made
through years of accumulated experience.
Centrifuges already in use for research in various fields
of life science and education.
Centrifuges manufactured in a GMP certified facility
and used for medical research such as clinical pathology.

General Purpose
Cell-harvest, Tissue-culture, Nucleic and fraction
(DNA/RNA work), Mini-prep, Subcellular separations etc.
Medical Purpose
Blood collection, Urine separation for diagnosis.





Floor-top centrifuges that prides itself on its strong performance to rotate and
separate large volumes of samples at high speed.
A user-oriented centrifuge that achieves the best refrigeration performance, while
lowering the level of noise that comes with high-speed driving and refrigeration to
a minimum.
Depending on the model, it supports up to a 6 x 1000ml fixed-angle rotor capacity,
a high speed of 22,000RPM (RCF 54,057 xg), or a 4 x 250ml swing rotor capacity.
It is a floor-top centrifuge suitable for laboratories requiring high throughput
due to its strong power and various options.
Its                             touch screen
nourish user’s conveniences.



고속 운전 중 높은 안전성

고속 운전 중 로터의 미끄러짐
방지를 위한 모터 축 안전 허브 시스템

저소음 구현

균형 잡힌 모터로 진동을 최소화하고,
소음 저감 장치를 통한 정숙한 작동

이상적인 보안기능

비밀번호를 통한 무단 사용 금지

드레인

챔버 하단의 배수구를 통하여,
응축수 제거 가능

냉장 및 신속 냉각 기능

사용하기 전 사전 냉각을 통하여,
실험 준비 시간을 최소화 할 수 있음

장시간 연속사용 가능

다 회의 긴 작동사이클에도 적합

다양한 튜브 적용

튜브사용범위

VELOSPIN 17R :  0.2ml ~ 500ml

VELOSPIN 22R :  0.2ml ~ 1,000ml

0.2 Tube range 1,000

에너지 절약

ESG 트렌드에 맞추어, 에너지 절약 기능을

지원합니다. 

- 대기 모드 종료 기능

- 냉장 기능 자동 Shut-Off 기능

이를 통해 불필요한 에너지 사용을 예방할

수 있습니다. 

다양한 로터와 액세서리를 통하여, 여러

사용자의 서로 다른 어플리케이션을 지원

합니다. 

광범위한 어플리케이션

4.3인치 Full 컬러 터치 LCD 컨트롤러를

적용한 사용자 친화적 인터페이스를 제공

합니다. 

단 몇 번의 터치로 사용 설정이 가능하며,

파라미터확인-구동-종료의 전 과정을 막힘

없이 진행가능합니다. 

터치 컨트롤러 Biocontainment 액세서리 패키지

병원성 미생물 등 감염인자가 포함된 에어로졸

의 위험을 차단하는 안전 솔루션으로서,

독일 글로벌 시험인증기관인 TUV NORD로

부터, 안전인증(IEC61010-2-020 :2016

Annex AA)을 받은 검증된 바이오씰을 사용

하였습니다. 

정확하고 안정적인 온도 유지 기능

효율적인 냉장제어 기술과 로터의 마찰열을

최소화하는 내부 설계를 통하여,

온도에 민감한 시료의 안전한 실험을 보장

합니다.



강력한 파워와 월등한 시료 처리량으로 

실험 효율성을 극대화한

다목적 냉장 고속원심분리기

VELOSPIN 22R

HIGH SPEED

CENTRIFUGE

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Set Temp.

Ref. System

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

Display message on screen

RPM Range

Available Rotor Quantity

Power Supply

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

22,000RPM(Angle Rotor)

54,057 xg

1,000ml x 6

0 ~ 9 ( 10set)

-10℃ ~ +40℃ ( 1℃increments)

Non-CFC

≤60dB

99 hour 59 min 59sec or continuous

At set Speed or from starting

100 memory

Automatic Recognition

4.3” LCD Touch Screen

RPM, RCF, Time, Door open/close, Temp, ACC/DEC, Rotor ID, Program, Comp. On/Off, Key Lock

400 to 22,000 rpm

13

230V ± 10%, 50-60Hz, 1Phase

5,8KW

667 x 772 x 890 mm (H: 1530 mm with open lid)

232kg

STANDARD SPECIFICATION
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Rotor

Item

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

A480.2H

0.2 0.2 0.5 1.5/2.0 0.2 0.5 1.5/2.00.2ml Strips

-

48

6.5

-

12,000

83.5

13,443

-

6

6.5

-

12,000

83.5

13,443

F1.5A-0.2

30

6.5

44

22,000

80.3

43,451

F1.5A-0.5

30

8

52

22,000

86.7

46,914

-

30

11.1

61

22,000

94.8

51,297

A301.5H

Fixed Angle Rotor : ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor : ∠45°
48 x 1.5ml
Radius(mm) : 94.8

A481.5H

F1.5A-0.2

48

6.5

In 51
Out 44

13,000

In 70.3
Out 80.3

In 13,283
Out 15,172

F1.5A-0.5

48

8

In 62
Out 54

13,000

In 76.7
Out 86.7

In 14,492
Out 16,381

-

48

11.1

In 70
Out 61

13,000

In 84.8
Out 94.8

In 16,022
Out 17,912

Fixed Angle Rotor : ∠45°
48 x 0.2ml
Radius(mm) : 83.5

AVAILABLE ANGLE ROTORS

MAIN FEATURE

광범위한 어플리케이션

각기 다른 목적의 여러 사용자를 위한 다양한
로터 옵션을 제공합니다.  

에너지 절약

ESG 트렌드에 맞추어, 에너지 절약 기능을

지원합니다. 

- 대기 모드 종료 기능

- 냉장 기능 자동 Shut-Off 기능

이를 통해 불필요한 에너지 사용을 예방할

수 있습니다. 

이상적인 보안기능 저소음 구현고속 운전 중 높은 안전성Biocontainment 액세서리 패키지

다양한 튜브 적용냉장 및 신속 냉각 기능

다양한 튜브 적용

0.2ml ~ 1,000ml의 다양한 튜브 사용 가능

적절한 튜브어댑터 선택 가능

0.2 Tube range 1,000
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AVAILABLE ANGLE ROTORS

BESTBESTBESTBEST

Rotor

Item A1215H A1215HC

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15(16) 15 Conical

-

12

18.0

117

20,000

97.1

43,423

-

12

17.0

129

20,000

100.9

45,122

Fixed Angle Rotor : ∠28°
12 x 15ml
Radius(mm) : 97.1

Fixed Angle Rotor : ∠25°
12 x 15ml Conical
Radius(mm) : 100.9

A650H

15 Conical 50

F50A-15C

6

17.0

122

22,000

94.3

51,027

-

6

29.0

120

22,000

99.9

54,057

Fixed Angle Rotor : ∠30°
6 x 50ml
Radius(mm) : 99.9

A650HC

15 Conical 50 Conical

F50CA-15C

6

17.0

124

17,000

91.3

29,499

-

6

30.0

121

17,000

95.7

30,921

Fixed Angle Rotor : ∠25°
6 x 50ml Conical
Radius(mm) : 95.7

Rotor

Item A850H A685H A6250H

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical 50 15 Conical 50 Conical 50 85 250

-

8

29.0

120

20,000

103.4

46,240

F50A-15C

8

17.0

123

20,000

97.8

43,736

F85A-15C

6

17.0

123

20,000

90.7

40,561

F85A-50

6

29.0

118

20,000

95.3

42,618

-

6

39

118

20,000

99.8

44,631

-

6

62.0

126

12,000

138.4

22,281

F85A-50C

6

30.0

122

20,000

94.8

42,395

Fixed Angle Rotor :  ∠30°
8 x 50ml
Radius(mm) : 103.4

Fixed Angle Rotor ∠25°
6 x 250ml
Radius(mm) : 138.4

Fixed Angle Rotor : ∠25°
6 x 85ml
Radius(mm) : 99.8

BESTBEST



AVAILABLE ANGLE ROTORS

Rotor

Item A41000H

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

1,000500

-

4

98.0

175

8,000

169.1

12,099

-

6

70.0

169

10,000

158

17,664

Fixed Angle Rotor : ∠25°
4 x 1000ml
Radius(mm) : 169.1

A61000H

1,000

-

6

98.0

177

7,000

198.3

10,863

Fixed Angle Rotor : ∠25°
6 x 1000ml
Radius(mm) : 198.3

A6500H

Fixed Angle Rotor : ∠25°
6 x 500ml
Radius(mm) : 158

BESTBEST BESTBEST



ORDER INFORMATION

ITEM

VELOSPIN 22R

A480.2H

A301.5H

A481.5H

A1215H

A1215HC

A650H

A650HC

A850H

A685H

A6250H

A6500H

A41000H

A61000H

VELOSPIN 22R, without rotor, 230V / 50~60Hz

0.2ml x 48 fixed angle rotor for PCR tubes (Max 12,000RPM)

1.5/2.0ml x 30 fixed angle rotor (Max 22,000RPM)

1.5/2.0ml x 48 fixed angle rotor (Max 13,000RPM)

15ml x 12 fixed angle rotor (Max 20,000RPM)

15ml x 12 fixed angle rotor for conical tubes (Max 20,000RPM)

50ml x 6 fixed angle rotor (Max 22,000RPM)

50ml x 6 fixed angle rotor for conical tubes (Max 17,000RPM)

50ml x 8 fixed angle rotor (Max 20,000RPM)

85ml x 6 fixed angle rotor (Max 20,000RPM)

250ml x 6 fixed angle rotor (Max 12,000RPM)

500ml x 6 fixed angle rotor (Max 10,000RPM)

1000ml x 4 fixed angle rotor (Max 8,000RPM)

1000ml x 6 fixed angle rotor (Max 7,000RPM)

VL22R-MB

VL-AR1

VL-AR2

VL-AR3

VL-AR4

VL-AR5

VL-AR6

VL-AR7

VL-AR8

VL-AR9

VL-AR10

VL-AR11

VL-AR12

VL-AR13

DESCRIPTIONS ORDER CODE

Main Body

Angle Rotor
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강력한 파워와 대용량 시료 처리 능력을

모두 갖춘 다목적 냉장 고속원심분리기

VELOSPIN 17R

HIGH SPEED

CENTRIFUGE

STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Set Temp.

Ref. System

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

Display message on screen

RPM Range

Available Rotor Quantity

Power Supply

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

17,000RPM(Angle Rotor)

32,278 xg 

500ml x 6

0 ~ 9 ( 10set)

-10℃ ~ +40℃ ( 1℃ increments)

Non-CFC

≤60dB

99 hour 59 min 59sec or continuous

At set Speed or from starting

100 memory

Automatic Recognition

4.3” LCD Touch Screen

RPM, RCF, Time, Door open/close, Temp, ACC/DEC, Rotor ID, Program, Comp. On/Off, Key Lock

400 to 17,000 rpm

11

230V ± 10%, 50-60Hz, 1Phase

2,8KW

564 x 673 x 866 mm (H: 1475 mm with open lid)

168Kg
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Biocontainment 액세서리 패키지

생물학적 유해 물질 취급을 위한 옵션 TUV

NORD로부터 안전 인증 (IEC61010-2-020 

:2016 Annex AA) 받은 바이오씰을  갖춘 버킷

MAIN FEATURE

정확하고 안정적인 온도 유지 가능

효율적인 냉장제어 기술과 로터의 마찰열을

 최소화하는 내부 설계를 통하여, 온도에

민감한 시료의 안전한 실험을 보장합니다. 

이상적인 보안기능

저소음 구현

광범위한 어플리케이션

AVAILABLE ANGLE ROTORS

Rotor

Item

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

A480.2H

0.2 0.2 0.5 1.5/2.0 0.2 0.5 1.5/2.00.2ml Strips

-

48

6.5

-

12,000

83.5

13,443

-

6

6.5

-

12,000

83.5

13,443

F1.5A-0.2

30

6.5

44

17,000

80.3

25,945

F1.5A-0.5

30

8

50

17,000

86.7

28,013

-

30

11.1

61

17,000

94.8

30,630

A301.5H

Fixed Angle Rotor : ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor : ∠45°
48 x 1.5ml
Radius(mm) : 94.8

A481.5H

F1.5A-0.2

48

6.5

In 51
Out 44

13,000

In 70.3
Out 80.3

In 13,283
Out 15,172

F1.5A-0.5

48

8

In 62
Out 54

13,000

In 76.7
Out 86.7

In 14,492
Out 16,381

-

48

11.1

In 70
Out 61

13,000

In 84.8
Out 94.8

In 16,022
Out 17,912

Fixed Angle Rotor : ∠45°
48 x 0.2ml
Radius(mm) : 83.5

고속 운전 중 높은 안전성

에너지절약

사용자 친화적인 4.3 인치 Full컬러 터치 LCD

컨트롤러 모든 설정 파라미터를 한눈에 확인

가능 터치 패드 잠금 장치를 통한, 작동 중 오용

방지

터치 컨트롤러



Rotor

Item A1215H A1215HC

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15(16) 15 Conical

-

12

18.0

117

17,000

97.1

31,373

-

12

17.0

129

15,000

100.9

25,381

Fixed Angle Rotor : ∠28°
12 x 15ml
Radius(mm) : 97.1

Fixed Angle Rotor : ∠25°
12 x 15ml Conical 
Radius(mm) : 100.9

A650H

15 Conical 50

F50A-15C

6

17.0

122

17,000

94.3

30,469

-

6

29.0

120

17,000

99.9

32,278

Fixed Angle Rotor : ∠30°
6 x 50ml
Radius(mm) : 99.9

A650HC

15 Conical 50 Conical

F50CA-15C

6

17.0

124

15,000

91.3

22,967

-

6

30.0

121

15,000

95.7

24,073

Fixed Angle Rotor : ∠25°
6 x 50ml Conical
Radius(mm) : 95.7

AVAILABLE ANGLE ROTORS

Rotor

Item A850H A685H

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical 50 15 Conical 50 Conical 50 85

-

8

29.0

120

15,000

103.4

26,010

F50A-15C

8

17.0

123

15,000

97.8

24,602

F85A-15C

6

17.0

123

15,000

90.7

22,816

F85A-50

6

29.0

118

15,000

95.3

23,973

-

6

39

118

15,000

99.8

25,105

F85A-50C

6

30.0

122

15,000

94.8

23,847

Fixed Angle Rotor :  ∠30°
8 x 50ml
Radius(mm) : 103.4

Fixed Angle Rotor : ∠25°
6 x 85ml
Radius(mm) : 99.8

BESTBESTBESTBEST
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AVAILABLE ANGLE ROTORS

Rotor

Item A6250H A6500H

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

250 500

-

6

62.0

126

10,000

138.4

15,473

-

6

70.0

169

8,000

158

11,305

Fixed Angle Rotor : ∠25°
6 x 250ml
Radius(mm) : 138.4

Fixed Angle Rotor : ∠25°
6 x 500ml
Radius(mm) : 158

BESTBEST BESTBEST



ORDER INFORMATION

ITEM

VELOSPIN 17R

A480.2H

A301.5H

A481.5H

A1215H

A1215HC

A650H

A650HC

A850H

A685H

A6250H

A6500H

VELOSPIN 17R, without rotor, 230V / 50~60Hz

0.2ml x 48 fixed angle rotor for PCR tubes (Max 12,000RPM)

1.5/2.0ml x 30 fixed angle rotor (Max 17,000RPM)

1.5/2.0ml x 48 fixed angle rotor (Max 13,000RPM)

15ml x 12 fixed angle rotor (Max 17,000RPM)

15ml x 12 fixed angle rotor for conical tubes (Max 15,000RPM)

50ml x 6 fixed angle rotor (Max 17,000RPM)

50ml x 6 fixed angle rotor for conical tubes (Max 15,000RPM)

50ml x 8 fixed angle rotor (Max 15,000RPM)

85ml x 6 fixed angle rotor (Max 15,000RPM)

250ml x 6 fixed angle rotor (Max 10,000RPM)

500ml x 6 fixed angle rotor (Max 8,000RPM)

VL17R-MB

VL-AR1

VL-AR2

VL-AR3

VL-AR4

VL-AR5

VL-AR6

VL-AR7

VL-AR8

VL-AR9

VL-AR10

VL-AR11

DESCRIPTIONS ORDER CODE

Main Body

Angle Rotor
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온도에 민감한 시료를 다루고, 0.2ml~50ml 사이즈

튜브까지 안정적으로 시료 처리 가능한

냉장형 마이크로 원심분리기

PURISPIN 18R

MICRO

CENTRIFUGE

STANDARD SPECIFICATION

MAX. RPM 

MAX RCF 

MAX. Capacity 

Accel / Decel phase 

Set temp.

Refrigeration System 

Noise Level

Set time  

Time Count 

Program

Rotor ID 

Display 

RPM Range 

Display message on screen 

Available Rotor Quantity

Power Supply  

Power Consumption

Dimension (W x D x H) 

Weight (without rotor) 

18,000RPM(Angle Rotor)

30,717 xg

50ml Conical x 6

0 ~ 9 (10 Step)

-10℃ ~ +40℃ (1℃ increments)

Non-CFC

≤60dB

99min 59sec or continuous

From start / From set-up RPM

100 memory

Automatic Recognition

4.3”  LCD Touch Screen

400 to 18,000 RPM

RPM, RCF, Time, Door open/close, Temp ACC, DEC, Rotor ID, Program, Comp. On/Off, Key lock

10

AC 230V ± 10%, 50-60Hz, 1Phase

1,5KW

382 x 669 x 328mm(H:684mm with open lid)

52Kg

13,000RPM(Swing Rotor)

16,343 xg

1.5/2.0x24



AVAILABLE ANGLE ROTORS

MAIN FEATURE

Aerosol-tight 기능 탑재 로터

병원성 미생물 등 감염인자가 포함된 에어로졸
을 격리하여, 실험자의 안전을 보호합니다.
TUV NORD로부터 안전인증
(IEC61010-2-020:2016 Annex AA) 받은
바이오씰이 적용되었습니다. 

AXLLOCK 기능이�적용�된 24 hole 로터
(AS241.5MX)는  짧은�회전만으로�손쉽고
빠르게�개폐가�가능합니다.

저소음 구현

마이크로 원심분리기 50ml튜브까지 가능

터치 컨트롤러

사용자 친화적인 4.3 인치 Full컬러 터치 LCD

컨트롤러 모든 설정 파라미터를 한눈에 확인

가능 터치 패드 잠금 장치를 통한, 작동 중 오용

방지

빠른 가/감속 시간정확하고 안정적인 온도유지가 가능

냉장 및 신속 냉각 기능

에너지절약

Rotor

Item A480.2M A241.5M

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

Fixed Angle Rotor ∠ 45°
24 x 1.5ml
Radius(mm) : 84.8

48

6.5

-

11,000

83.5

11,296

6

6.5

-

11,000

83.5

11,296

F1.5A-0.2

24

6.5

44

18,000 

70.3 

24,465

F1.5A-0.5

24

8

51

18,000

76.7

27,783

24

11.1

61

18,000

84.8

30,717

AS241.5MX 

0.2 0.5 1.5 / 2.0

F1.5A-0.2

24

6.5

44

18,000

70.3

25,465

F1.5A-0.5

24

8

51

18,000

76.7

27,465

24

11.1

61

18,000

84.8

30,717

Aerosol-tightFixed Angle Rotor ∠ 45°
24 x 1.5ml
Radius(mm) : 84.8

1) AS241.5MX : certified for dynamic microbiological test(En61010-020) by  TUV NORD

BESTBEST

1)



AVAILABLE ANGLE ROTORS

Rotor

Item

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

Fixde Angle rotor ∠ 45°
30 x 1.5ml
Radius(mm) : 94.8

A301.5M

0.2 0.5 1.5 / 2.0

F1.5A-0.2

30

6.5

44

14,000

80.3

17,596

F1.5A-0.5

30

8

52

14,000

86.7

18,998

30

11.1

61

14,000

94.8

20,773

A125M

Fixed Angle rotor ∠45°
12 x 5ml
Radius(mm) : 92.9mm

5

12

17

67

14,000

92.9

20,357
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2) A650M : Not suitable for 50ml round bottom tube. 2) Included as standard when ordering A650M.

Rotor

Item

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

A481.5M

0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠ 45°
48 x 1.5ml
Radius(mm) : 94.8

F1.5A-0.2

48

6.5

In 51
Out 44

13,000

In 70.3
Out 80.3

In 13,283
Out 15,172

F1.5A-0.5

48

8

In 62
Out 54

13,000

In 76.7
Out 86.7

In 14,492
Out 16,381

48

11.1

In 70
Out 61

13,000

In 84.8
Out 94.8

In 16,022
Out 17,912

Fixed Angle rotor ∠30°
6 x 50ml
Radius(mm) : 108.3

A650M 

15 Conical

F50CA-15C

6

17.0

120

8,000

92.2

6,597

50 Conical 50 Conical Skirted

S50A-50C

6

30

119

8,000

100.5

7,191

 

6

30

119

8,000

100.5

7,191

2)

A181.5MH

0.2 0.5

Fixed Angle Rotor ∠ 45°
18 x 1.5ml
Radius(mm) : 74.8

F1.5A-0.2

18

6.5

44

15,000

60.4

15,194

F1.5A-0.5

18

8

52

15,000

66.3

16,678

1.5 / 2.0

18

11.1

63

15,000

74.8

18,816



AVAILABLE SWING ROTORS

Rotor

Item S61.5M S2M-MTP

Buket

Tube

Volume (ml)

Item B1.5

0.2 0.5 1.5 / 2.0

Swing Out Rotor
24 x 1.5ml
Radius(mm) : 86.5

Swing out rotor
Max.RPM : 5,000
Radius(mm) : 95

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

F1.5A-0.2

4/24

6.5

29

13,000

67

12,659

F1.5A-0.5

4/24

8

36

13,000

75

14,171

4/24

11.1

47

13,000

86.5

16,343

Adaptor / tube rack

2/4

-

-

5,000

95

2,655

1/2

-

-

5,000

95

2,655

BESTBEST

MTP DWP
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ORDER INFORMATION

ITEM

PURISPIN 18R Set

PURISPIN 18R

A480.2M

A241.5M

AS241.5MX

A301.5M

A481.5M

A181.5MH

A125M

A650M

S61.5M

S2M-MTP

P18R-SET

P18R-MB

P18R-AR1

P18R-AR2

P18R-AR3

P18R-AR4

P18R-AR5

P18R-AR6

P18R-AR7

P18R-AR8

P18R-SR1

P18R-SR2

DESCRIPTIONS

PURISPIN 18R , refrigerated  with rotor A650M, including Adaptors
, S50A-50C

PURISPIN 18R, refrigerated, with rotor, 230V/50~60Hz

 0.2ml x 48 fixed angle rotor for PCR strips (Max 11,000RPM)

1.5/2.0ml x 24 fixed angle rotor(Max 18,000RPM)

1.5/2.0ml x 24 fixed angle Aerosol-tight with Axl lock rotor(Max 18,000RPM)

1.5/2.0ml x 30 fixed angle rotor(Max 14,000RPM)

1.5/2.0ml x 48 fixed angle rotor(Max 13,000RPM)

1.5/2.0ml x 18 fixed angle rotor(Max 15,000RPM)

5ml x 12 fixed angle rotor(Max 14,000RPM)

50ml x 6 fixed angle rotor(Max 8,000RPM)

 6-wing swing rotor with 1.5/2.0ml x 6 rectangular buckets(Max 13,000RPM) 

 2 - wing micro plate swing rotor (Max 5,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor
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컴팩트한 디자인 및 편의성을 갖춘

냉장형 마이크로 원심분리기

PURISPIN 17R

MICRO

CENTRIFUGE

STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Set Temp.

Ref. System

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

RPM Range

Display message on screen 

Available Rotor Quantity

17,000RPM(Angle Rotor)

23,522 xg

1.5/2.0ml x 30

0 ~ 9 (10 Step)

-10℃ ~ +40℃ ( 1℃ increments )

Non-CFC

≤60dB

99 min 59sec or continuous

From start / From set-up RPM

100 memory

Automatic Recognition

4.3” LCD Touch Screen

400 to 17,000 RPM

RPM, RCF, Time, Door open/close, Temp ACC, DEC, Rotor ID, Program, Comp. On/Off, Key lock

7

13,000RPM(Swing Rotor)

16,343 xg

1.5/2.0ml x 24

P17R-MBPower Supply

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

AC 230V ± 10%, 50-60Hz, 1Phase

1,5KW

306 x 463 x 373 mm (H:685mm with open lid)

30kg



AVAILABLE ANGLE ROTORS

MAIN FEATURE

컴팩트한 구조

동급 최소 수준의 바닥면적으로

여러 장비를 사용하는 복잡한 실험테이블 위에서,

보다 자유로운 공간배치가 가능합니다.

냉장 및 신속 냉각 기능

Micro tubes, PCR Strip 등 최대 5ml 용량

Biocontainment 액세서리 패키지터치 컨트롤러

Rotor

Item A480.2M A241.5M

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

Fixed Angle Rotor ∠ 45°
24 x 1.5ml
Radius(mm) : 84.8

48

6.5

-

11,000

83.5

11,296

6

6.5

-

11,000

83.5

11,296

F1.5A-0.2

24

6.5

44

15,000

70.3

17,684

F1.5A-0.5

24

8

51

15,000

76.7

19,294

24

11.1

61

15,000

84.8

21,331

A301.5M

0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠ 45°
30 x 1.5ml
Radius(mm) : 94.8

F1.5A-0.2

30

6.5

44

14,000

80.3

17,596

F1.5A-0.5

30

8

52

14,000

86.7

18,998

30

11.1

61

14,000

94.8

20,773

빠른 가/감속 시간

저소음 구현

에너지절약

로터

BESTBEST

M
IC

R
O

 C
E

N
T

R
IF

U
G

E
 P

U
R

IS
P

IN
 1

7
R

   
2

6
  ●

  2
7

C
E

N
T

R
IF

U
G

E
S



AVAILABLE ANGLE ROTORS

AVAILABLE SWING ROTORS

Rotor

Item S61.5M

Buket

Tube

Volume (ml)

Item B1.5

0.2 0.5 1.5 / 2.0

Swing Out Rotor
24 x 1.5ml
Radius(mm) : 86.5

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

F1.5A-0.2

4/24

6.5

29

13,000

67

12,659

F1.5A-0.5

4/24

8

36

13,000

75

14,171

4/24

11.1

47

13,000

86.5

16,343

Adaptor / tube rack

Rotor

Item

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

5

12

17

67

14,000

92.9

20,357

A125M

Fixed Angle rotor ∠45°
12 x 5ml
Radius(mm) : 92.9mm

A181.5MS

0.2 0.5 1.5 / 2.0

Fixed Angle rotor ∠45°
18 x 1.5ml
Radius(mm) : 72.8mm

F1.5A-0.2

18

6.5

43

17,000

58.3

18,837

F1.5A-0.5

18

8

51

17,000

64.6

20,872

18

11.1

61

17,000

72.8

23,522

Fixed Angle Rotor ∠ 45°
24 x 1.5ml
Radius(mm) : 84.8

Aerosol-tight

AS241.5MX 

0.2 0.5 1.5 / 2.0

F1.5A-0.2

24

6.5

44

15,000

70.3

17,684

F1.5A-0.5

24

8

51

15,000

76.7

19,294

24

11.1

61

15,000

84.8

21,331

1) AS241.5MX : certified for dynamic microbiological test(En61010-020) by  TUV NORD

1)



ORDER INFORMATION

ITEM

PURISPIN 17R Set

PURISPIN 17R

A480.2M

A241.5M

A301.5M

A181.5MS

A125M

AS241.5MX

S61.5M

DESCRIPTIONS

PURISPIN 17R, refrigerated, with rotor A241.5M

PURISPIN 17R, refrigerated, without rotor, 230V/50~60Hz

0.2ml x 48 fixed angle rotor for PCR strips (Max 11,000RPM)

1.5/2.0ml x 24 fixed angle rotor(Max 15,000RPM)

1.5/2.0ml x 30 fixed angle rotor(Max 14,000RPM)

1.5/2.0ml x 18 fixed angle rotor(Max 17,000RPM)

5.0ml x 12 fixed angle rotor(Max 14,000RPM)

1.5-2.0ml x 24 fixed aerosol-tightness angle rotor
with CRYSTE AXLLOCK(15,000RPM)

6-wing swing rotor with 1.5/2.0ml x 6 rectangular buckets(Max 13,000RPM)

ORDER CODE

P17R-SET

P17R-MB

P17R-AR1

P17R-AR2

P17R-AR3

P17R-AR4

P17R-AR5

P17R-AR6

P17R-SR1

Main Body

Angle Rotor

Swing Rotor
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마이크로튜브 사용실험에 적합하고, 0.2ml~5ml까지

가능하도록로터구성이 되어있는 효율적인 공냉식 원심분리기

PURISPIN 15

MICRO

CENTRIFUGE

STANDARD SPECIFICATION

MAIN FEATURE

다양한 로터지원

SOFT CLOSING DOOR LOCK

도어 개폐시 소음이 적고, 한 손의 터치로

쉽고 부드럽게, 도어 LOCKING이

가능합니다.

빠른 가/감속 시간

6STEP의 빠른 가/감속 설정 가능한 제품

입니다. 

컴팩트한 구조

Blue Display + Touch Button

MAX. RPM 

MAX RCF 

MAX. Capacity 

Accel / Decel phase 

Noise Level 

Set Time  

Time Count 

Program 

Display 

RPM Range 

Available Rotor Quantity

Display Message on screen

 

 

15,000 RPM 

21,608 xg 

1.5/2.0ml x 30  / 5ml x 10 

0~5 (6 Step) 

≤60dB

99 min 59sec or Continuous

From start / From set-up RPM

10 memory 

BLUE LCD 

400 to 15,000 RPM 

4

RPM(RCF), Time, ACC, DEC, Program, Rotor ID

AC 230V ± 10%, 50-60Hz, 1Phase

0.45KW

291 x 416 x 246 mm(H:550mm with open lid)

19.5kg

P15-MBPower Supply

Power Consumption

Dimension(W x D x H)

Weight (without rotor) 



AVAILABLE ANGLE ROTORS

Rotor

Item A480.2S A241.5S

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

Fixed Angle Rotor ∠ 45°
24 x 1.5ml
Radius(mm) : 84.8

48

6.5

-

11,000

83.5

11,296

6

6.5

-

11,000

83.5

11,296

F1.5A-0.2

24

6.5

44

15,000

70.3

17,684

F1.5A-0.5

24

8

51

15,000

76.7

19,294

24

11.1

61

15,000

84.8

21,331

A301.5S

0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠ 45°
30 x 1.5ml
Radius(mm) : 94.8

F1.5A-0.2

30

6.5

44

12,000

80.3

12,928

F1.5A-0.5

30

8

52

12,000

86.7

13,958

30

11.1

61

12,000

94.8

15,262

A105S

Fixed Angle rotor ∠45°
10 x 5ml
Radius(mm) : 85.9mm

5

10

17

67

15,000

85.9

21,608

ORDER INFORMATION

ITEM

PURISPIN 15 Set

PURISPIN 15

A480.2S

A241.5S

A301.5S

A105S

DESCRIPTIONS

PURISPIN 15, with rotor, A241.5S

PURISPIN 15, without rotor, 230V/50~60Hz    

0.2ml x 48 fixed angle rotor for PCR strips ( Max 11,000RPM)

1.5/2.0ml x 24 fixed angle rotor ( Max 15,000RPM)

1.5/2.0ml x 30 fixed angle rotor ( Max 12,000RPM)

5ml x 10 fixed angle rotor ( Max 15,000RPM)

ORDER CODE

P15-SET

P15-MB

P15-AR1

P15-AR2

P15-AR3

P15-AR4

Main Body

Angle Rotor
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컴팩트한 디자인의

개인용 미니 원심분리기

PURISPIN 6

MICRO

CENTRIFUGE

STANDARD SPECIFICATION

MAIN FEATURE

ORDER INFORMATION

ACCESSORIES

컴팩트한 구조 우수한 내구성

심플한 작동법

Fixed angle rotor Fixed angle rotor
for PCR strip

Adaptors for 0.2ml
and 0.4/0.5m; tubes

ITEM DESCRIPTIONS ORDER CODE

PURISPIN 6
Set

PURISPIN 6, with rotor Fixed Angle Rotor , Fixed Angle Rotor for PCR strip,
Adaptors for 0.2ml and 0.4/0.5ml tubes 

P6 - SET

저소음 구현

Max. RPM

Max. RCF

Max. Capacity

Speed Control

Driving Motor

Permisiible Temp. & Humidity

Rotating Direction

Adaper

Power Consumption

Safety Device

6,200RPM (speed adjustments unavailable)

1,800 xg

8 x 0.2/0.5/1.5/2.0ml tubes, 4 x 0.2ml PCR tube strips

8 Holes Circular Fixed-Angel rotor for 0.5/1.5/2.0 Tubes

32 Hole Strip Rotor for 0.2 PCR Strip or individual Tubes

Automatic/Constant speed

DC motor

5℃~40℃, <80%

Clockwise

0.2/0.5ml

8W

Door Limit Switch

PC (Polycarbonate)

ABS

ABS

155 x 183 x 125mm, 1.34Kg

190 x 250 x 215mm, 1.60Kg

1 Phase, AX 120V, 60Hz or AC 230V, 50/60 Hz

Rotor
Angel Type

Strip Type

Metrial

Lid

Body

Rotor

Deimension (W x D x H) & Net Weight

Packing Size (W x D x H) & Gross Weight

Power Supply

PURISPIN 15, with rotor, A241.5S

PURISPIN 15, without rotor, 230V/50~60Hz    

0.2ml x 48 fixed angle rotor for PCR strips ( Max 11,000RPM)

1.5/2.0ml x 24 fixed angle rotor ( Max 15,000RPM)

1.5/2.0ml x 30 fixed angle rotor ( Max 12,000RPM)

5ml x 10 fixed angle rotor ( Max 15,000RPM)



Multi High Speed CentrifugeMulti High Speed Centrifuge
Multi Purpose Centrifuges with high sample throughput and suitable for different
purpose laboratory environments, a wide range of rotors and accessories allows
you to perform almost any centrifugation operation.
We support the use of tubes of various sizes,
from common blood tubes to PCR, micro,
vacutainer tubes and cell culture tubes.
In addition, the
touch screen allows users to easily
use complex functions ranging
from parameter setting/operation/error
detection.



다양한 튜브 적용

튜브사용범위

VARISPNI 12 : 0.2ml ~ 250ml

VARISPIN 12R : 0.2ml ~ 250ml

VARISPIN 15 : 0.2ml ~ 750ml

VARISPIN 15R : 0.2ml ~ 750ml

0.2 Tube range 750

에너지 절약

ESG 트렌드에 맞추어, 에너지 절약 기능을

지원합니다. 

- 대기 모드 종료 기능

- 냉장 기능 자동 Shut-Off 기능

이를 통해 불필요한 에너지 사용을 예방할

수 있습니다. 

다양한 로터와 액세서리를 통하여, 여러

사용자의 서로 다른 어플리케이션을 지원

합니다. 

광범위한 어플리케이션

4.3인치 Full 컬러 터치 LCD 컨트롤러를

적용한 사용자 친화적 인터페이스를 제공

합니다. 

단 몇 번의 터치로 사용 설정이 가능하며,

파라미터확인-구동-종료의 전 과정을 막힘

없이 진행가능합니다. 

터치 컨트롤러 Biocontainment 액세서리 패키지

병원성 미생물 등 감염인자가 포함된 에어로졸

의 위험을 차단하는 안전 솔루션으로서,

독일 글로벌 시험인증기관인 TUV NORD로

부터, 안전인증(IEC61010-2-020 :2016

Annex AA)을 받은 검증된 바이오씰을 사용

하였습니다. 

정확하고 안정적인 온도 유지 기능

효율적인 냉장제어 기술과 로터의 마찰열을

최소화하는 내부 설계를 통하여,

온도에 민감한 시료의 안전한 실험을 보장

합니다.

(해당 : VARISPIN 15R / VARISPIN 12R)

드레인

챔버 하단의 배수구를 통하여,
응축수 제거 가능
(해당 : VARISPIN 15R / VARISPIN 12R)

이상적인 보안기능

비밀번호를 통한 무단 사용 금지

저소음 구현

균형 잡힌 모터로 진동을 최소화하고,
소음 저감 장치를 통한 정숙한 작동

냉장 및 신속 냉각 기능

사용하기 전 사전 냉각을 통하여,
실험 준비 시간을 최소화 할 수 있음

(해당 : VARISPIN 15R / VARISPIN 12R)

ENERGY

SAVING
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강력한 파워와 다양한 로터 구성으로

폭 넓은 사용이 가능한 다목적 냉장 원심분리기

VARISPIN 15R

MULTI

CENTRIFUGE
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STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Set Temp.

Ref. System

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

RPM Range

Display message on screen 

Available Rotor Quantity

Power Supply

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

15,000RPM(Angle Rotor)

23,847 xg

85ml x 6

0 ~ 9 (10 Step)

-10℃ ~ +40℃ (1℃ increments)

Non-CFC

≤60dB

99 hour 59 min 59sec or continuous

From start / From set-up RPM

100 memory

Automatic Recognition

4.3” LCD Touch Screen

400 to 15,000 rpm

RPM, RCF, Time, Door open/close, Temp ACC, DEC, Rotor ID, Program, Comp. On/Off, key lock

14

AC 230V ± 10%, 50-60Hz, 1Phase

2,5KW

765 x 687 x 375 mm (H:915mm with open lid)

95kg

5,000RPM(Swing Rotor)

4,947 xg

750ml x 4



AVAILABLE ANGLE ROTORS

MAIN FEATURE

저소음 구현다양한 튜브 적용냉장 및 신속 냉각 기능

정확하고 안정적인 온도 유지 가능

광범위한 어플리케이션

각기 다른 목적의 여러 사용자를 위한 다양한
로터 옵션을 제공합니다.  

생물학적 유해 물질 취급을 위한 옵션 

TUV NORD로부터 안전인증

(IEC61010-2-020:2016 Annex AA) 받은

 바이오씰이 적용되었습니다. 

4.3인치 Full 컬러 터치 LCD 컨트롤러를

적용한 사용자 친화적 인터페이스를 제공

합니다. 

단 몇 번의 터치로 사용 설정이 가능하며,

파라미터확인-구동-종료의 전 과정을 막힘

없이 진행가능합니다. 

터치 컨트롤러

에너지절약

Rotor

Item A480.2T A301.5T AS301.5TX

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

48

6.5

-

12,000

83.5

13,443

6

6.5

-

12,000

83.5

13,443

F1.5A-0.2

30

6.5

44

15,000

80.3

20,199

F1.5A-0.5

30

8

52

15,000

86.7

21,809

30

11.1

61

15,000

94.8

23,847

F1.5A-0.2

30

6.5

44

15,000

80.3

20,199

F1.5A-0.5

30

8

52

15,000

86.7

21,809

30

11.1

61

15,000

94.8

23,847

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
48 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Max. height for use (mm)

RPM

Radius (mm)

RCF

A481.5T

0.2 0.5 1.5 / 2.0

F1.5A-0.2

48

6.5

In 51
Out 44

13,000

In 70.3
Out 80.3

In 13,283
Out 15,172

F1.5A-0.5

48

8

In 62
Out 54

13,000

In 76.7
Out 86.7

In 14,492
Out 16,381

48

11.1

In 70
Out 61

13,000

In 84.8
Out 94.8

In 16,022
Out 17,912

Aerosol-tight

1)

1) This rotor is not externally certified and have only been self-tested for bioseal sealing.
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Rotor

Item A1215T A1215TC A650T A650TC

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15(16) 15 Conical 15 Conical 50 15 Conical 50 Conical

12

18

117

12,000

97.1

15,632

12

17

129

13,000

100.9

19,064

F50A-15C

6

17

122

12,000

94.3

15,182

F50CA-15C

6

17

124

13,000

91.3

17,250

6

30

121

13,000

95.7

18,082

6

29.5

120

12,000

99.9

16,083

Fixed Angle Rotor ∠28°
12 x 15ml
Radius(mm) : 97.1

Fixed Angle Rotor ∠25°
12 x 15ml Conical
Radius(mm) : 100.9

Fixed Angle Rotor ∠25°
6 x 50ml Conical
Radius(mm) : 95.7

Fixed Angle Rotor ∠30°
6 x 50ml
Radius(mm) : 99.9

Rotor

Item A850T A685T

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical 50 Conical15 Conical 50 50 85

8

29.5

120

12,000

103.4

16,647

F85A-50

6

29

118

12,000

95.3

15,343

F50A-15C

8

17

123

12,000

97.8

15,745

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Fixed Angle Rotor ∠30°
8 x 50ml
Radius(mm) : 103.4

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

AS685TX

15 Conical 50 Conical 50 85

F85A-50

6

29

118

12,000

95.3

15,343

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Aerosol-tight

2)This rotor is not externally certified and have only been self-tested for bioseal sealing.

2)



AVAILABLE SWING ROTORS

Swing Out Rotor
Max. RPM : 4,500
Radius(mm) : 193.5
Max RCF :  4,381 

S250T-5-8 S250T-10-7 S250T-15-5 S250T-15C-4 S250T-50-2 S250A-50C -

S4250T B250

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

10

7/28

16

145

4,500

190.5

4,313

5

8/32

13.5

145

4,500

190.5

4,313

15

5/20

17.5

145

4,500

190.5

4,313

15 Conical

4/16

17

148

4,500

193.5

4,381

50

2/8

29.5

145

4,500

190.5

4,313

250

1/4

62.0

150

4,500

193.5

4,381

50 Conical

1/4

30

150

4,500

193.5

4,381

S250ET-3-12 S250ET-5-12 S250ET-10-12 S250ET-15-12 S250ET-15C-9 S250ET-50-4 S250ET-50C-3 S250ET-85-2 S250EA-250

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 182.5
Max. RCF : 3,265

S4250TE EB250 EBS250 BW250

Capacity (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

12/48

13.2

124

4,000

177.5

3,175

5

12/48

13.2

124

4,000

177.5

3,175

10

12/48

16

124

4,000

177.5

3,175

15

12/48

17.2

124

4,000

177.5

3,175

50

4/16

29.5

124

4,000

177.5

3,175

85

2/8

38.5

124

4,000

177.5

3,175

250

1/4

62.5

138

4,000

180.5

3,229

MTP

4/16

-

-

4,000

153.5

2,746

DWP

1/4

-

-

4,000

153.5

2,746

15 Conical

9/36

17

127

4,000

180.7

3,232

50 Conical

3/12

29.5

127

4,000

180.5

3,229

3) EBS 250 : certified for dynamic microbiological test(En61010-020) by TUV NORD

3)



AVAILABLE SWING ROTORS
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S100T-1.5-6 S100T-5-5 S100T-10-4 S100T-15-3 S100T-15C-3 S100A-50 S100A-50C S100A-85

Swing Out Rotor
Max. RPM : 5,000
Radius(mm) : 177
Max. RCF : 4,947

S4100T B100

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

1.5

6/24

11

130

5,000

174

4,683

10

4/16

16

130

5,000

174

4,683

5

5/20

13.5

130

5,000

174

4,683

15

3/12

17.5

130

5,000

174

4,683

15 Conical

3/12

17

133

5,000

177

4,947

50

1/4

29.5

130

5,000

174

4,683

85

1/4

38.5

130

5,000

174

4,683

50 Conical

1/4

30

133

5,000

177

4,947

S100A-100

100

1/4

44

130

5,000

174

4,683

S750T-3-24 S750T-5-24 S750T-10-19 S750T-15-19 S750T-15C-14 S750T-50-7 S750T-50C-5 S750A-250

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 205
Max. RCF : 3,667

S4750T B750 BW750B500

Capacity (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

24/96

13.2

136

4,000

198

3,542

5

24/96

13.2

136

4.000

198

3,542

10

19/76

16

136

4,000

198

3,542

15

19/76

17.2

136

4,000

198

3,542

50

7/28

29.5

136

4,000

198

3,542

250

1/4

62.5

161

4,000

205

3,667

750

1/4

-

143

4,000

205

3,667

500

1/4

70

165

4,000

213

3,810

MTP

4/16

-

-

4,000

170

3,041

DWP

1/4

-

-

4,000

170

3,041

15 Conical

14/56

17

134

4,000

196

3,506

50 Conical

5/20

29.5

140

4,000

202

3,613

BS750 

4) BS 750 : certified for dynamic microbiological test(En61010-020) by  TUV NORD

BESTBEST

BESTBEST

BESTBEST BESTBEST

BESTBEST

4)



ORDER INFORMATION

ITEM

VARISPIN 15R Set

VARISPIN 15R

A480.2T

A301.5T

A481.5T

A1215T

A1215TC

A650T

A650TC

A850T

A685T

V15R-SET

V15R-AR10

V15R-AR11

AS301.5TX

AS685TX

V15R-MB

V15R-AR1

V15R-AR2

V15R-AR3

V15R-AR4

V15R-AR5

V15R-AR6

V15R-AR7

V15R-AR8

V15R-AR9

DESCRIPTIONS

VARISPIN 15R, REFRIGERATED, with rotor S4750T,
including bucket B750 (4EA), and tube rack

1.5/2.0ml x 30 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 15,000RPM)

85ml x 6 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 12,000RPM)

VARISPIN 15R, refrigerated, without rotor, 230V/50~60Hz

0.2ml x 48 fixed angle rotor for PCR tubes(x6 PCR strips) (Max 12,000RPM)

1.5/2.0ml x 30 fixed angle rotor (Max 15,000RPM)

1.5/2.0ml x 48 fixed angle rotor (Max 13,000RPM)

15ml x 12 fixed angle rotor (Max 12,000RPM)

15ml x 12 fixed angle rotor for conical tubes (Max 13,000RPM)

50ml x 6 fixed angle rotor (Max 12,000RPM)

50ml x 6 fixed angle rotor for conical tubes (Max 13,000RPM)

50ml x 8 fixed angle rotor (Max 12,000RPM)

85ml x 6 fixed angle rotor (Max 12,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor

Support 
 for complex experiments

S4250TE

S4250T

S4750T

S4100T

250ml x 4-wing swing rotor for rectangular/micro plate buckets (Max 4,000RPM)

250ml x 4-wing swing rotor for round buckets (Max 4,500RPM) 

750ml x 4-wing swing rotor for round buckets / micro plate buckets (Max 4,000RPM)

100ml x 4-wing swing rotor for round buckets (Max. 5,000RPM)

V15R-SR1

V15R-SR2

V15R-SR3

V15R-SR4



강력한 파워와 다양한 로터 구성으로

폭 넓은 사용이 가능한

다목적 공냉식 원심분리기

VARISPIN 15

MULTI

CENTRIFUGE

STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

RPM Range

Display message on screen 

Available Rotor Quantity

15,000RPM(Angle Rotor)

23,847 xg

85ml x 6

0 ~ 9 (10 Step)

≤60dB

99 hour 59 min 59sec or continuous

From start / From set-up RPM

100 memory

Automatic Recognition

4.3” LCD Touch Screen

400 to 15,000 rpm

RPM, RCF, Time, Door open/close, ACC, DEC, Rotor ID, Program, key lock

13

AC 230V ± 10%, 50-60Hz, 1Phase

1,5KW

546 x 684 x 379 mm (H:915mm with open lid)

70kg

4,000RPM(Swing Rotor)

3,667 xg

750ml x 4

V15-MB
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Power Consumption

Dimension(W x D x H)

Weight (without rotor)

Power Supply



AVAILABLE ANGLE ROTORS

MAIN FEATURE

Biocontainment 옵션

인체에 유해한 시료에 대한 원심분리 시,

취급 중 유해한 Aerosol의 누출을 방지하기 위한

Aerosol-tight sealing이 가능한 로터 및 버켓의 공급이 가능합니다.

다양한 튜브 적용 광범위한 어플리케이션터치 컨트롤러

Rotor

Item A480.2T A301.5T AS301.5TX

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

48

6.5

-

12,000

83.5

13,443

6

6.5

-

12,000

83.5

13,443

F1.5A-0.2

30

6.5

44

15,000

80.3

20,199

F1.5A-0.5

30

8

52

15,000

86.7

21,809

30

11.1

61

15,000

94.8

23,847

F1.5A-0.2

30

6.5

44

15,000

80.3

20,199

F1.5A-0.5

30

8

52

15,000

86.7

21,809

30

11.1

61

15,000

94.8

23,847

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
48 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Max. height for use (mm)

RPM

Radius (mm)

RCF

A481.5T

0.2 0.5 1.5 / 2.0

F1.5A-0.2

48

6.5

In 51
Out 44

13,000

In 70.3
Out 80.3

In 13,283
Out 15,172

F1.5A-0.5

48

8

In 62
Out 54

13,000

In 76.7
Out 86.7

In 14,492
Out 16,381

48

11.1

In 70
Out 61

13,000

In 84.8
Out 94.8

In 16,022
Out 17,912

Aerosol-tight

1) This rotor is not externally certified and have only been self-tested for bioseal sealing.

1)
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AVAILABLE ANGLE ROTORS

Rotor

Item A1215T A1215TC A650T A650TC

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15(16) 15 Conical 15 Conical 50 15 Conical 50 Conical

12

18

117

12,000

97.1

15,632

12

17

129

13,000

100.9

19,064

F50A-15C

6

17

122

12,000

94.3

15,182

F50CA-15C

6

17

124

13,000

91.3

17,250

6

30

121

13,000

95.7

18,082

6

29.5

120

12,000

99.9

16,083

Fixed Angle Rotor ∠28°
12 x 15ml
Radius(mm) : 97.1

Fixed Angle Rotor ∠25°
12 x 15ml Conical
Radius(mm) : 100.9

Fixed Angle Rotor ∠25°
6 x 50ml Conical
Radius(mm) : 95.7

Fixed Angle Rotor ∠30°
6 x 50ml
Radius(mm) : 99.9

Rotor

Item A850T A685T

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical 50 Conical15 Conical 50 50 85

8

29.5

120

12,000

103.4

16,647

F85A-50

6

29

118

12,000

95.3

15,343

F50A-15C

8

17

123

12,000

97.8

15,745

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Fixed Angle Rotor ∠30°
8 x 50ml
Radius(mm) : 103.4

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

AS685TX

15 Conical 50 Conical 50 85

F85A-50

6

29

118

12,000

95.3

15,343

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Aerosol-tight

2)This rotor is not externally certified and have only been self-tested for bioseal sealing.

2)



Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 193.5
Max RCF :  3,461

S250T-5-8 S250T-10-7 S250T-15-5 S250T-15C-4 S250T-50-2 S250A-50C -

S4250T B250

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

10

7/28

16

145

4,000

190.5

3,461

5

8/32

13.5

145

4,000

190.5

4,313

15

5/20

17.5

145

4,000

190.5

3,461

15 Conical

4/16

17

148

4,000

193.5

3,461

50

2/8

29.5

145

4,000

190.5

3,461

250

1/4

62.0

150

4,000

193.5

3,461

50 Conical

1/4

30

150

4,000

193.5

3,461

AVAILABLE SWING ROTORS

S250ET-3-12 S250ET-5-12 S250ET-10-12 S250ET-15-12 S250ET-15C-9 S250ET-50-4 S250ET-50C-3 S250ET-85-2 S250EA-250

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 182.5
Max. RCF : 3,265

S4250TE EB250 EBS250 BW250

Capacity (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

12/48

13.2

124

4,000

177.5

3,175

5

12/48

13.2

124

4,000

177.5

3,175

10

12/48

16

124

4,000

177.5

3,175

15

12/48

17.2

124

4,000

177.5

3,175

50

4/16

29.5

124

4,000

177.5

3,175

85

2/8

38.5

124

4,000

177.5

3,175

250

1/4

62.5

138

4,000

180.5

3,229

MTP

4/16

-

-

4,000

153.5

2,746

DWP

1/4

-

-

4,000

153.5

2,746

15 Conical

9/36

17

127

4,000

180.7

3,232

50 Conical

3/12

29.5

127

4,000

180.5

3,229

3) EBS 250 : certified for dynamic microbiological test(En61010-020) by TUV NORD

3)
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AVAILABLE SWING ROTORS

ORDER INFORMATION
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ITEM

VARISPIN 15 Set

VARISPIN 15

A480.2T

A301.5T

A481.5T

A1215T

A1215TC

A650T

A650TC

A850T

A685T

V15-SET

V15-MB

V15-AR1

V15-AR2

V15-AR3

V15-AR4

V15-AR5

V15-AR6

V15-AR7

V15-AR8

V15-AR9

DESCRIPTIONS

VARISPIN 15, with rotor S4750T, including bucket B750 (4EA),
and tube rack s750t-15c-14 (2EA), s750t-50c-5(2EA), 230V/50~60Hz

VARISPIN 15, without rotor, 230V/50~60Hz

0.2ml x 48 fixed angle rotor for PCR tubes(x6 PCR strips) (Max 12,000RPM)

1.5/2.0ml x 30 fixed angle rotor (Max 15,000RPM)

1.5/2.0ml x 48 fixed angle rotor (Max 13,000RPM)

15ml x 12 fixed angle rotor (Max 12,000RPM)

15ml x 12 fixed angle rotor for conical tubes (Max 13,000RPM)

50ml x 6 fixed angle rotor (Max 12,000RPM)

50ml x 6 fixed angle rotor for conical tubes (Max 13,000RPM)

50ml x 8 fixed angle rotor (Max 12,000RPM)

85ml x 6 fixed angle rotor (Max 12,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor

S750T-3-24 S750T-5-24 S750T-10-19 S750T-15-19 S750T-15C-14 S750T-50-7 S750T-50C-5 S750A-250

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 205
Max. RCF : 3,667

S4750T B750 BW750B500

Capacity (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

24/96

13.2

136

4,000

198

3,542

5

24/96

13.2

136

4.000

198

3,542

10

19/76

16

136

4,000

198

3,542

15

19/76

17.2

136

4,000

198

3,542

50

7/28

29.5

136

4,000

198

3,542

250

1/4

62.5

161

4,000

205

3,667

750

1/4

-

143

4,000

205

3,667

500

1/4

70

165

4,000

213

3,810

MTP

4/16

-

-

4,000

170

3,041

DWP

1/4

-

-

4,000

170

3,041

15 Conical

14/56

17

134

4,000

196

3,506

50 Conical

5/20

29.5

140

4,000

202

3,613

BS750 

4) BS 750 : certified for dynamic microbiological test(En61010-020) by  TUV NORD

BESTBEST

BESTBEST

BESTBEST BESTBEST

BESTBEST

4)

S4250TE

S4250T

S4750T

250ml x 4-wing swing rotor for rectangular/micro plate buckets (Max 4,000RPM)

250ml x 4-wing swing rotor for round buckets (Max 4,000RPM) 

750ml x 4-wing swing rotor for round buckets / micro plate buckets (Max 4,000RPM)

V15-SR1

V15-SR2

V15-SR3

V15-AR10

V15-AR11

AS301.5TX

AS685TX

1.5/2.0ml x 30 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 15,000RPM)

85ml x 6 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 12,000RPM)



보다 많은 양의 시료 처리를 위한

다목적 냉장 원심분리기

VARISPIN 12R

MULTI

CENTRIFUGE

STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Set Temp.

Ref. System

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

RPM Range

Display message on screen

Available Rotor Quantity

V12R-MB

12,000RPM(Angle Rotor)

16,647 xg

85ml x 6

0 ~ 9 ( 10 Step)

-10℃ ~ +40℃ ( 1℃increments)

Non-CFC

≤60dB

99 hour 59 min 59sec or continuous

At set Speed or from starting

100 memory

Automatic Recognition

4.3” LCD Touch Screen

400 to 12,000 rpm

RPM, RCF, Time, Door open/close, Temp ACC, DEC, Rotor ID, Program, Comp. On/Off, Key lock

12

AC 230V ± 10%, 50-60Hz, 1Phase

2KW

681 x 656 x 372 (H:895mm with open lid)

86kg

5,000RPM(Swing Rotor)

4,947 xg

250ml x 4

Power Supply

C
E

N
T

R
IF
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E
S

Power Consumption

Dimension(W x D x H)

Weight (without rotor)



MAIN FEATURE

정확하고 안정적인 온도 유지 가능

효율적인 냉장제어 기술과 로터의 마찰열을

최소화하는 내부 설계를 통하여,

온도에 민감한 시료의 안전한 실험을 보장

합니다.

다양한 튜브 적용

0.2ml ~ 250ml의 다양한 튜브 사용 가능

적절한 튜브어댑터 선택 가능

0.2 Tube range 250

저소음 구현

광범위한 어플리케이션

터치 컨트롤러
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AVAILABLE ANGLE ROTORS

Biocontainment 액세서리 패키지

에너지절약

Rotor

Item A480.2T A301.5T AS301.5TX

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

48

6.5

-

12,000

83.5

13,443

6

6.5

-

12,000

83.5

13,443

F1.5A-0.2

30

6.5

44

12,000

80.3

12,928

F1.5A-0.5

30

8

52

12,000

86.7

13,958

30

11.1

61

12,000

94.8

15,262

F1.5A-0.2

30

6.5

44

12,000

80.3

12,928

F1.5A-0.5

30

8

52

12,000

86.7

13,958

30

11.1

61

12,000

94.8

15,262

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
48 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Max. height for use (mm)

RPM

Radius (mm)

RCF

A481.5T

0.2 0.5 1.5 / 2.0

F1.5A-0.2

48

6.5

In 51
Out 44

12,000

In 70.3
Out 80.3

In 11,318
Out 12,928

F1.5A-0.5

48

8

In 62
Out 54

12,000

In 76.7
Out 86.7

In 12,348
Out 13,958

48

11.1

In 70
Out 61

12,000

In 84.8
Out 94.8

In 13,652
Out 15,262

Aerosol-tight

1)

1) This rotor is not externally certified and have only been self-tested for bioseal sealing.



AVAILABLE SWING ROTORS

Rotor

Item A1215T A1215TC

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15(16) 15 Conical

12

19

117

12,000

97.1

15,632

12

17

129

12,000

100.9

16,244

Fixed Angle Rotor ∠28°
12 x 15ml
Radius(mm) : 97.1

Fixed Angle Rotor ∠25°
12 x 15ml Conical
Radius(mm) : 100.9

A650T A650TC

15 Conical 50 15 Conical 50 Conical

F50A-15C

6

17

122

12,000

94.3

15,182

F50CA-15C

6

17

124

12,000

91.3

14,699

6

30

121

12,000

95.7

15,407

6

29.5

120

12,000

99.9

16,083

Fixed Angle Rotor ∠25°
6 x 50ml Conical
Radius(mm) : 95.7

Fixed Angle Rotor ∠30°
6 x 50ml
Radius(mm) : 99.9

Rotor

Item A850T A685T

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical 50 Conical15 Conical 50 50 85

8

29.5

120

12,000

103.4

16,647

F85A-50

6

29

118

12,000

95.3

15,343

F50A-15C

8

17

123

12,000

97.8

15,745

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Fixed Angle Rotor ∠30°
8 x 50ml
Radius(mm) : 103.4

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

AS685TX

15 Conical 50 Conical 50 85

F85A-50

6

29

118

12,000

95.3

15,343

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Aerosol-tight

2)This rotor is not externally certified and have only been self-tested for bioseal sealing.

2)



AVAILABLE SWING ROTORS
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Swing Out Rotor
Max. RPM : 4,500
Radius(mm) : 193.5
Max RCF :  4,381 

S250T-5-8 S250T-10-7 S250T-15-5 S250T-15C-4 S250T-50-2 S250A-50C -

S4250T B250

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

10

7/28

16

145

4,500

190.5

4,313

5

8/32

13.5

145

4,500

190.5

4,313

15

5/20

17.5

145

4,500

190.5

4,313

15 Conical

4/16

17

148

4,500

193.5

4,381

50

2/8

29.5

145

4,500

190.5

4,313

250

1/4

62.0

150

4,500

193.5

4,381

50 Conical

1/4

30

150

4,500

193.5

4,381

S250ET-3-12 S250ET-5-12 S250ET-10-12 S250ET-15-12 S250ET-15C-9 S250ET-50-4 S250ET-50C-3 S250ET-85-2 S250EA-250

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 182.5
Max. RCF : 3,265

S4250TE EB250 EBS250 BW250

Capacity (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

12/48

13.2

124

4,000

177.5

3,175

5

12/48

13.2

124

4,000

177.5

3,175

10

12/48

16

124

4,000

177.5

3,175

15

12/48

17.2

124

4,000

177.5

3,175

50

4/16

29.5

124

4,000

177.5

3,175

85

2/8

38.5

124

4,000

177.5

3,175

250

1/4

62.5

138

4,000

180.5

3,229

MTP

4/16

-

-

4,000

153.5

2,746

DWP

1/4

-

-

4,000

153.5

2,746

15 Conical

9/36

17

127

4,000

180.7

3,232

50 Conical

3/12

29.5

127

4,000

180.5

3,229

3) EBS 250 : certified for dynamic microbiological test(En61010-020) by TUV NORD

BESTBEST

BESTBEST

BESTBEST BESTBEST

BESTBEST

3)



AVAILABLE SWING ROTORS

ORDER INFORMATION

S100T-1.5-6 S100T-5-5 S100T-10-4 S100T-15-3 S100T-15C-3 S100A-50 S100A-50C S100A-85

Swing Out Rotor
Max. RPM : 5,000
Radius(mm) : 177
Max. RCF : 4,947

S4100T B100

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

1.5

6/24

11

130

5,000

174

4,683

10

4/16

16

130

5,000

174

4,683

5

5/20

13.5

130

5,000

174

4,683

15

3/12

17.5

130

5,000

174

4,683

15 Conical

3/12

17

133

5,000

177

4,947

50

1/4

29.5

130

5,000

174

4,683

85

1/4

38.5

130

5,000

174

4,683

50 Conical

1/4

30

133

5,000

177

4,947

S100A-100

100

1/4

44

130

5,000

174

4,683

ITEM

VARISPIN Set

VARISPIN 12R

A480.2T

A301.5T

A481.5T

A1215T

V12R-SET

V12R-MB

V12R-AR1

V12R-AR2

V12R-AR3

V12R-AR4

V12R-AR5

V12R-AR6

V12R-AR7

V12R-AR8

V12R-AR9

DESCRIPTIONS

VARISPIN 12R, refrigerated, with rotor S4250TE, including bucket EB250 (4EA),
and tube rack S250ET-50C-3 (2EA), S250ET-15C-9(2EA), 230V/50~60Hz 

VARISPIN 12R, refrigerated, without rotor, 230V/50~60Hz

0.2ml x 48 fixed angle rotor for PCR tubes(x6 PCR strips) (Max 12,000RPM)

1.5/2.0ml x 30 fixed angle rotor (Max 12,000RPM)

1.5/2.0ml x 48 fixed angle rotor (Max 12,000RPM)

15ml x 12 fixed angle rotor (Max 12,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor

15ml x 12 fixed angle rotor for conical tubes (Max 12,000RPM)

50ml x 6 fixed angle rotor (Max 12,000RPM)

50ml x 6 fixed angle rotor for conical tubes (Max 12,000RPM)

50ml x 8 fixed angle rotor (Max 12,000RPM)

85ml x 6 fixed angle rotor (Max 12,000RPM)

A1215TC

A650T

A650TC

A850T

A685T

S4250TE

S4250T

S4100T

250ml x 4-wing swing rotor for rectangular/micro plate buckets (Max 4,000RPM)

250ml x 4-wing swing rotor for round buckets (Max 4,500RPM)

100ml x 4-wing swing rotor for round buckets (Max. 5,000RPM)

V12R-SR1

V12R-SR2

V15R-SR3

V12R-AR10

V12R-AR11

AS301.5TX

AS685TX

1.5/2.0ml x 30 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 12,000RPM)

85ml x 6 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 12,000RPM)



보다 많은 양의 시료 처리를 위한

다목적 공냉식 원심분리기

VARISPIN 12

MULTI

CENTRIFUGE

STANDARD SPECIFICATION
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Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

RPM Range

Display message on screen

Available Rotor Quantity

12,000RPM(Angle Rotor)

16,647 xg

85ml x 6

0 ~ 9 (10 Step)

≤60dB

99 hour 59 min 59sec or continuous

From start / From set-up RPM

100 memory

Automatic Recognition

4.3” LCD Touch Screen

400 to 12,000 RPM

RPM, RCF, Time, Door open/close, ACC, DEC, Rotor ID, Program, key lock

11

AC 230V ± 10%, 50-60Hz, 1Phase

1,3KW

496 x 657 x 360 mm (H:895mm with open lid)

55kg

4,000RPM(Swing Rotor)

3,461 xg

250ml x 4

V12-MB

다양한 튜브 적용
Biocontainment

액세서리 패키지

터치 컨트롤러

광범위한 어플리케이션

각기 다른 목적의 여러 사용자를

위한 다양한 로터 옵션을 제공합니다.  

MAIN FEATURE

Dimension(W x D x H)

Weight (without rotor)

Power Supply

Power Consumption



AVAILABLE ANGLE ROTORS

A650T A650TC

15 Conical 50 15 Conical 50 Conical

F50A-15C

6

17

122

12,000

94.3

15,182

F50CA-15C

6

17

124

12,000

91.3

14,699

6

30

121

12,000

95.7

15,407

6

29.5

120

12,000

99.9

16,083

Fixed Angle Rotor ∠25°
6 x 50ml Conical
Radius(mm) : 95.7

Fixed Angle Rotor ∠30°
6 x 50ml
Radius(mm) : 99.9

Rotor

Item A1215T A1215TC

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15(16) 15 Conical

12

19

117

12,000

97.1

15,632

12

17

129

12,000

100.9

16,244

Fixed Angle Rotor ∠28°
12 x 15ml
Radius(mm) : 97.1

Fixed Angle Rotor ∠25°
12 x 15ml Conical
Radius(mm) : 100.9

Rotor

Item A480.2T A301.5T AS301.5TX

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

0.2 0.2ml Strips 0.2 0.5 1.5 / 2.0 0.2 0.5 1.5 / 2.0

Fixed Angle Rotor ∠45°
48 x 0.2ml
Radius(mm) : 83.5

48

6.5

-

12,000

83.5

13,443

6

6.5

-

12,000

83.5

13,443

F1.5A-0.2

30

6.5

44

12,000

80.3

12,928

F1.5A-0.5

30

8

52

12,000

86.7

13,958

30

11.1

61

12,000

94.8

15,262

F1.5A-0.2

30

6.5

44

12,000

80.3

12,928

F1.5A-0.5

30

8

52

12,000

86.7

13,958

30

11.1

61

12,000

94.8

15,262

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
48 x 1.5ml
Radius(mm) : 94.8

Fixed Angle Rotor ∠45°
30 x 1.5ml
Radius(mm) : 94.8

Max. height for use (mm)

RPM

Radius (mm)

RCF

A481.5T

0.2 0.5 1.5 / 2.0

F1.5A-0.2

48

6.5

In 51
Out 44

12,000

In 70.3
Out 80.3

In 11,318
Out 12,928

F1.5A-0.5

48

8

In 62
Out 54

12,000

In 76.7
Out 86.7

In 12,348
Out 13,958

48

11.1

In 70
Out 61

12,000

In 84.8
Out 94.8

In 13,652
Out 15,262

Aerosol-tight

1) This rotor is not externally certified and have only been self-tested for bioseal sealing.

1)
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AVAILABLE ANGLE ROTORS

AVAILABLE SWING ROTORS

Rotor

Item A850T A685T

Tube

Volume (ml)

Adaptor / tube rack

Item

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical 50 Conical15 Conical 50 50 85

8

29.5

120

12,000

103.4

16,647

F85A-50

6

29

118

12,000

95.3

15,343

F50A-15C

8

17

123

12,000

97.8

15,745

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Fixed Angle Rotor ∠30°
8 x 50ml
Radius(mm) : 103.4

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

Fixed Angle Rotor ∠25°
6 x 85ml
Radius(mm) : 99.8

AS685TX

15 Conical 50 Conical 50 85

F85A-50

6

29

118

12,000

95.3

15,343

F85A-15C

6

17

123

12,000

90.7

14,602

F85A-50C

6

30

122

12,000

94.8

15,262

6

39

118

12,000

99.8

16,067

Aerosol-tight

2)This rotor is not externally certified and have only been self-tested for bioseal sealing.

2)

S250ET-3-12 S250ET-5-12 S250ET-10-12 S250ET-15-12 S250ET-15C-9 S250ET-50-4 S250ET-50C-3 S250ET-85-2 S250EA-250

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 182.5
Max. RCF : 3,265

S4250TE EB250 EBS250 BW250

Capacity (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

12/48

13.2

124

4,000

177.5

3,175

5

12/48

13.2

124

4,000

177.5

3,175

10

12/48

16

124

4,000

177.5

3,175

15

12/48

17.2

124

4,000

177.5

3,175

50

4/16

29.5

124

4,000

177.5

3,175

85

2/8

38.5

124

4,000

177.5

3,175

250

1/4

62.5

138

4,000

180.5

3,229

MTP

4/16

-

-

4,000

153.5

2,746

DWP

1/4

-

-

4,000

153.5

2,746

15 Conical

9/36

17

127

4,000

180.7

3,232

50 Conical

3/12

29.5

127

4,000

180.5

3,229

3) EBS 250 : certified for dynamic microbiological test(En61010-020) by TUV NORD

BESTBEST

BESTBEST

BESTBEST BESTBEST

BESTBEST

3)



Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 193.5
Max RCF :  3,461 

S250T-5-8 S250T-10-7 S250T-15-5 S250T-15C-4 S250T-50-2 S250A-50C -

S4250T B250

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

10

7/28

16

145

4,000

190.5

3,461

5

8/32

13.5

145

4,000

190.5

3,461

15

5/20

17.5

145

4,000

190.5

3,461

15 Conical

4/16

17

148

4,000

193.5

3,461

50

2/8

29.5

145

4,000

190.5

3,461

250

1/4

62.0

150

4,000

193.5

3,461

50 Conical

1/4

30

150

4,000

193.5

3,461

AVAILABLE SWING ROTORS

ORDER INFORMATION

ITEM

VARISPIN 12 Set

VARISPIN 12

A480.2T

A301.5T

A481.5T

A1215T

A1215TC

A650T

A650TC

A850T

A685T

V12-SET

V12-MB

V12-AR1

V12-AR2

V12-AR3

V12-AR4

V12-AR5

V12-AR6

V12-AR7

V12-AR8

V12-AR9

DESCRIPTIONS

VARISPIN 12, with rotor S4250TE, including bucket EB250 (4EA),
and tube rack S250ET-50C-3 (2EA), S250ET-15C-9(2EA), 230V/50~60Hz 

VARISPIN 12, without rotor, 230V/50~60Hz

0.2ml x 48 fixed angle rotor for PCR tubes(x6 PCR strips) (Max 12,000RPM)

1.5/2.0ml x 30 fixed angle rotor (Max 12,000RPM)

1.5/2.0ml x 48 fixed angle rotor (Max 12,000RPM)

15ml x 12 fixed angle rotor (Max 12,000RPM)

15ml x 12 fixed angle rotor for conical tubes (Max 12,000RPM)

50ml x 6 fixed angle rotor (Max 12,000RPM)

50ml x 6 fixed angle rotor for conical tubes (Max 12,000RPM)

50ml x 8 fixed angle rotor (Max 12,000RPM)

85ml x 6 fixed angle rotor (Max 12,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor
S4250TE

S4250T

250ml x 4-wing swing rotor for rectangular/micro plate buckets (Max 4,000RPM)

250ml x 4-wing swing rotor for round buckets (Max 4,000RPM)

V12-SR1

V12-SR2

V12-AR10

V12-AR11

AS301.5TX

AS685TX

1.5/2.0ml x 30 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 12,000RPM)

85ml x 6 aerosol-tightness fixed angle rotor with 
Axllock lid mechanism (Max 12,000RPM)
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VARISPIN 6R
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STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Set Temp.

Ref. System

Noise Level

Set Time

Time Count

Program

Rotor ID

Display

RPM Range

Display message on screen

Available Rotor Quantity

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

V6R-MB

Angle Rotor 6,000rpm

5,357 xg

50ml x 8

0 ~ 9 ( 10 Step)

-10℃ ~ +40℃ ( 1℃increments)

Non-CFC

≤60dB

99 hour 59 min 59sec or continuous

At set Speed or from starting

100 memory

Automatic Recognition

4.3” LCD Touch Screen

400 to 6,000 rpm

RPM, RCF, Time, Door open/close, Temp ACC, DEC, Rotor ID, Program, Comp. On/Off, Key lock

4

AC 230V ± 10%, 50-60Hz, 1Phase

1.8KW

636 x 611 x 334 mm (H:774mm with open lid)

67kg

Swing Rotor 4,500rpm

3,781 xg

100ml x 4

Power Supply

중급 용량의 시료처리가 가능한 

다목적 냉장식 원심분리기



MAIN FEATURE

1.5 Tube range 100

AVAILABLE ANGLE ROTORS

Fixed Angle rotor ∠45°
24 x 15ml
Radius(mm) : In 131 / Out 144.5

AL2415R F15A-3 F15A-5

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

24

13.5

115

4,000

In 111
Out 124.5

In 1,986
Out 2,227

5

24

13.5

139

4,000

In 129.4
Out 142.9

In 2,315
Out 2,556

10

24

18

139

4,000

In 131
Out 144.5

In 2,343
Out 2,585

15

24

18

120

4,000

In 131
Out 144.5

In 2,343
Out 2,585

15 Conical

24

18

120

4,000

In 125.5
Out 139

In 2,245
Out 2,486

정확하고 안정적인 온도 유지 가능

효율적인 냉장제어 기술과 로터의 마찰열을

최소화하는 내부 설계를 통하여,

온도에 민감한 시료의 안전한 실험을 보장

합니다.

4.3인치 Full 컬러 터치 LCD 컨트롤러를

적용한 사용자 친화적 인터페이스를 제공

합니다. 

단 몇 번의 터치로 사용 설정이 가능하며,

파라미터확인-구동-종료의 전 과정을 막힘

없이 진행가능합니다. 

터치 컨트롤러

저소음 구현 에너지절약

냉장 및 신속 냉각 기능

광범위한 어플리케이션

다양한 튜브 적용

1.5ml ~ 100ml의 다양한 튜브 사용 가능

적절한 튜브어댑터 선택 가능



AVAILABLE SWING ROTORS
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Fixde Angle rotor ∠30°
8 x 50ml
Radius(mm) : 133.1

A850RC F50CA-15C 

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical

8

17

130

6,000

130.3

5,244

50 Conical

8

30

130

6,000

133.1

5,357

S100T-1.5-6 S100T-5-5 S100T-10-4 S100T-15-3 S100T-15C-3 S100A-50 S100A-50C S100A-85 S100A-100

Swing Out Rotor
Max. RPM : 4,500
Radius(mm) : 167
Max. RCF : 3,781

S4100R B100

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

1.5

6/24

11

130

4,500

164

3,713

10

4/16

16

130

4,500

164

3,713

5

5/20

13.5

130

4,500

164

3,713

15

3/12

17.5

130

4,500

164

3,713

15 Conical

3/12

17

133

4,500

167

3,781

50

1/4

29.5

130

4,500

164

3,713

85

1/4

38.5

130

4,500

164

3,713

50 Conical

1/4

30

133

4,500

167

3,781

100

1/4

44

130

4,500

164

3,713

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 112
Max. RCF : 2,003

S2R-MTP

Volume (ml)

Number per rack / rotor

RPM

Radius (mm)

RCF

MTP

2/4 

4,000

112

2,003

DWP

1/2

4,000

112

2,003



ORDER INFORMATION

ITEM

VARISPIN 6R

AL2415R

A850RC

S4100R

S2R-MTP

DESCRIPTIONS

VARISPIN 6R, refrigerated, without rotor,AC 230V ±10% 50/60Hz, EU Standard plug

15ml x 24 fixed angle rotor with 15ml stainless steel sleeves (Max 4,000RPM)

50ml Conical x 8 fixed angle rotor for conical tubes (Max 6,000RPM)

100ml x 4-wing swing rotor for round buckets (Max 4,500RPM)

2-wing micro plate swing rotor (Max 4,000RPM)

Main Body

Angle Rotor

Swing Rotor
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중급 용량의 시료처리가 가능한 

다목적 공냉식 원심분리기

VARISPIN 6
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STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Noise Level

Set Time

Time Count

Program

Display

Display message on screen

RPM Range

Available Rotor Quantity

6,000rpm(Angle Rotor)

5,357 xg

50ml x 8

0 ~ 5 (6 Step)

≤60dB

99 min 59sec or continuous

From start / From set-up RPM

10 memory

Blue LCD

RPM(RCF), Time, ACC, DEC, Program, Rotor ID

400 to 6,000 RPM

7

AC 230V ± 10%, 50-60Hz, 1Phase

1,1KW

427 x 560 x 320mm(H:731mm with open lid)

32kg

4,000rpm(Swing Rotor)

4,724 xg

250ml x 4

V6-MB

MAIN FEATURE

다양한 튜브 적용

최대 250ml 튜브 사용이 가능하며,

적절한 튜브어댑터 선택 가능

높은 시인성의 LCD 스크린 사용

블루 LCD 스크린에 화이트 입력 값을 사용 하여

가독성을 높였습니다. LCD 스크린 주변에 직관적인

아이콘 형태의 터치패드를 구성하였습니다.

높은 원심력

빠른 가/감속 시간

광범위한 어플리케이션

Dimension(W x D x H)

Weight (without rotor)

Power Supply

Power Consumption



AVAILABLE ANGLE ROTORS

Fixed Angle rotor ∠45°
16 x 15ml
Radius(mm) : 150.3

AL1615G F15A-3 F15A-5

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

16

13.5

130

4,000

130.3

2,331

5

16

13.5

152

4,000

148.7

2,660

10

16

18

136

4,000

150.3

2,689

15

16

18

136

4,000

150.3

2,689

15 Conical

16

18

136

4,000

144.8

2,590

Fixed Angle rotor ∠45°
24 x 15ml
Radius(mm) : In 131 / Out 144.5

AL2415G F15A-3 F15A-5

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

24

13.5

115

4,000

In 111
Out 124.5

In 1,986
Out 2,227

5

24

13.5

139

4,000

In 129.4
Out 142.9

In 2,315
Out 2,556

10

24

18

139

4,000

In 131
Out 144.5

In 2,343
Out 2,585

15

24

18

120

4,000

In 131
Out 144.5

In 2,343
Out 2,585

15 Conical

24

18

120

4,000

In 125.5
Out 139

In 2,245
Out 2,486

Fixde Angle rotor ∠30°
8 x 50ml
Radius(mm) : 133.1

A850GC F50CA-15C 

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical

8

17

130

6,000

130.3

5,244

50 Conical

8

30

130

6,000

133.1

5,357



AVAILABLE SWING ROTORS
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S100T-1.5-6 S100T-5-5 S100T-10-4 S100T-15-3 S100T-15C-3 S100A-50 S100A-50C S100A-85 S100A-100

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 167
Max. RCF : 2,987

S4100G B100 EB15-8

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

1.5

6/24

11

130

4,000

164

2,934

10

4/16

16

130

4,000

164

2,934

5

5/20

13.5

130

4,000

164

2,934

15

3/12

17.5

130

4,000

164

2,934

15

8/32

17

125

4,000

167

2,987

15 Conical

3/12

17

133

4,000

167

2,987

50

1/4

29.5

130

4,000

164

2,934

85

1/4

38.5

130

4,000

164

2,934

50 Conical

1/4

30

133

4,000

167

2,987

100

1/4

44

130

4,000

164

2,934

S50A-15C S50A-15 S50A-50C

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 167
Max. RCF : 2,987

S650G B50

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical

1/6

17

126

4,000

167

2,987

50 Conical

1/6

30

126

4,000

167

2,987

15

1/6

17.5

123

4,000

164

2,934

50

1/6

-

126

4,000

167

2,987

S2G-MTP

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

MTP

2/4

4,000

112

2,003

DWP

1/2

4,000

112

2,003

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 112
Max. RCF : 2,003

1) All-in-one design without the need for a separate adapter as the tube hole is machined

1)



ORDER INFORMATION

ITEM

VARISPIN 6

AL1615G

AL2415G

A850GC

S4100G

S650G

S4250GE

S2G-MTP

V6-MB

V6-AR1

V6-AR2

V6-AR3

V6-SR1

V6-SR2

V6-SR3

V6-SR4

DESCRIPTIONS

VARISPIN 6, without rotor, 230V/50~60Hz

15ml x 16 fixed angle rotor with 15ml stainless steel sleeves (Max 4,000RPM)

15ml x 24 fixed angle rotor with 15ml stainless steel sleeves (Max 4,000RPM)

50ml Conical x 8 fixed angle rotor for conical tubes (Max 6,000RPM)

100ml x 4-wing swing rotor for round buckets (Max 4,000RPM)

50ml x 6-wing swing rotor for round buckets (Max 4,000RPM)

250ml x 4-wing swing rotor for round buckets (Max 3,500RPM)

2-wing micro plate swing rotor (Max 4,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor

AVAILABLE SWING ROTORS

S250ET-3-12 S250ET-5-12 S250ET-10-12S250ET-15-12S250EG-15C-7 S250ET-50-4 S250EG-50C-3 S250ET-85-2 S250EA-250

Swing Out Rotor
Max. RPM : 3,500
Radius(mm) : 167.5
Max. RCF : 2,294

S4250GE EB250

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

12/48

13.2

110

3,500

162.5

2,226

10

12/48

16

110

3,500

162.5

2,226

5

12/48

13.2

110

3,500

162.5

2,226

15 

12/48

17.2

110

3,500

162.5

2,226

15 Conical

7/28

17

120

3,500

167.5

2,294

50

4/16

29.5

110

3,500

162.5

2,226

50 Conical

3/12

29.5

115

3,500

167.5

2,294

85

2/8

38.5

110

3,500

162.5

2,226

250

1/4

62.5

120

3,500

165.5

2,267



다양한 옵션이 가능한

컴팩트한 디자인의 실속형 원심분리기

VARISPIN 4

MULTI

CENTRIFUGE

STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel / Decel phase

Noise Level

Set Time

Time Count

Program

Display

RPM Range

Display message on screen

Available Rotor Quantity

4,000rpm(Angle Rotor)

2,689 xg

15ml x 24

0 ~ 5 (6 Step)

≤60dB

99 min 59sec or continuous

From start / From set-up RPM

10 memory

Blue LCD

400 to 4,000 RPM

RPM(RCF), Time, ACC, DEC, Program, Rotor ID

5

AC 230V ± 10%, 50-60Hz, 1Phase

1KW

415 x 554 x 311mm(H:724mm with open lid)

25kg

4,000rpm(Swing Rotor)

2,987 xg

100ml x 4

V4-MB
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다양한 튜브 적용

높은 시인성의 LCD 스크린 사용LCD

소형다목적 원심분리기

테이블탑 디자인으로서, 일상적인 혈액/소변 분리에 적합합니다. 

MAIN FEATURE

빠른 가/감속 시간

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

Power Supply



AVAILABLE ANGLE ROTORS

Fixed Angle rotor ∠45°
16 x 15ml
Radius(mm) : 150.3

AL1615G F15A-3 F15A-5

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

16

13.5

130

4,000

130.3

2,331

5

16

13.5

152

4,000

148.7

2,660

10

16

18

136

4,000

150.3

2,689

15

16

18

136

4,000

150.3

2,689

15 Conical

16

18

136

4,000

144.8

2,590

Fixed Angle rotor ∠45°
24 x 15ml
Radius(mm) : In 131 / Out 144.5

AL2415G F15A-3 F15A-5

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

24

13.5

115

4,000

In 111
Out 124.5

In 1,986
Out 2,227

5

24

13.5

139

4,000

In 129.4
Out 142.9

In 2,315
Out 2,556

10

24

18

139

4,000

In 131
Out 144.5

In 2,343
Out 2,585

15

24

18

120

4,000

In 131
Out 144.5

In 2,343
Out 2,585

15 Conical

24

18

120

4,000

In 125.5
Out 139

In 2,245
Out 2,486

AVAILABLE SWING ROTORS

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 112
Max. RCF : 2,003

S2G-MTP

Volume (ml)

Number per rack / rotor

RPM

Radius (mm)

RCF

MTP

2/4 

4,000

112

2,003

DWP

1/2

4,000

112

2,003



AVAILABLE SWING ROTORS

S50A-15C S50A-15 S50A-50C

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 167
Max. RCF : 2,987

S650G B50

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

15 Conical

1/6

17

126

4,000

167

2,987

50 Conical

1/6

30

126

4,000

167

2,987

15

1/6

17.5

123

4,000

164

2,934

50

1/6

-

126

4,000

167

2,987

S100T-1.5-6 S100T-5-5 S100T-10-4 S100T-15-3 S100T-15C-3 S100A-50 S100A-50C S100A-85

Swing Out Rotor
Max. RPM : 4,000
Radius(mm) : 167
Max. RCF : 2,987

S4100G B100

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

1.5

6/24

11

130

4,000

164

2,934

10

4/16

16

130

4,000

164

2,934

5

5/20

13.5

130

4,000

164

2,934

15

3/12

17.5

130

4,000

164

2,934

15 Conical

3/12

17

133

4,000

167

2,987

50

1/4

29.5

130

4,000

164

2,934

85

1/4

38.5

130

4,000

164

2,934

50 Conical

1/4

30

133

4,000

167

2,987

S100A-100

100

1/4

44

130

4,000

164

2,934
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ORDER INFORMATION

ITEM

VARISPIN 4

AL2415G

AL1615G

S4100G

S650G

S2G-MTP

V4-MB

V4-AR1

V4-AR2

V4-SR1

V4-SR2

V4-SR3

DESCRIPTIONS

VARISPIN 4, without rotor, 230V/50~60Hz 

15ml x 24 fixed angle rotor with 15ml stainless steel sleeves (Max 4,000RPM)

15ml x 16 fixed angle rotor with 15ml stainless steel sleeves (Max 4,000RPM)

100ml x 4-wing swing rotor without buckets (Max 4,000RPM)

50ml x 6-wing swing rotor without buckets (Max 4,000RPM)

2-wing micro plate swing rotor (Max 4,000RPM)

ORDER CODE

Main Body

Angle Rotor

Swing Rotor

Support for

various sample volumes



C
E

N
T

R
IF

U
G

E
S

자주 사용하는 어플리케이션을 위한

앵글로터 전용 소형 원심분리기

VARISPIN 4A

MULTI

CENTRIFUGE
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STANDARD SPECIFICATION

Max. RPM

Max. RCF

Max. Capacity

Accel Decel time to max rpm

Noise Level 

Set Time 

Time Count 

Program 

Display 

RPM Range 

Display Message on screen 

Available Rotor Quantity 

 

4,000rpm

2,075 xg

15ml x 8

20sec / 20sec

≤60dB

99 min 59 sec or continuous

From start / From set-up RPM

10 memory

Blue LCD

400 to 4,000 RPM

RPM(RCF), Time, Program

1

AC 230V ± 10%, 50-60Hz, 1Phase 

0,15KW

291 x 416 x 244mm(H:550mm with open lid)

14kg

V4A-MB

Power Consumption

Dimension(W x D x H)

Weight (without rotor)

Power Supply



ORDER INFORMATION

MAIN FEATURE

ITEM

VARISPIN 4A

AL815D

V4A-MB

V4A-AR1

DESCRIPTIONS

VARISPIN 4A, without rotor, 230V/50~60Hz

15ml x 8 fixed angle rotor with 15ml stainless steel sleeves (Max 4,000RPM)

ORDER CODE

Main Body

Angle Rotor

AVAILABLE ANGLE ROTORS

Fixed Angle rotor ∠40°
8 x 15ml
Radius(mm) : 116

AL815D F15A-3 F15A-5

Volume (ml)

Number per rack / rotor

Adaptor bore (mm)

Max. height for use (mm)

RPM

Radius (mm)

RCF

3

8

13.5

120

4,000

97.4

1,742

5

8

13.5

142

4,000

114.3

2,045

10

8

18.0

131

4,000

116

2,075

15

8

18

131

4,000

116

2,075

15 Conical

8

18

131

4,000

110.2

1,971

컴팩트한 구조

동급 최소 수준의 바닥면적으로

여러 장비를 사용하는 복잡한 실험테이블 위에서,

보다 자유로운 공간배치가 가능합니다.

높은 시인성의 LCD 스크린 사용LCD 저소음 구현SOFT CLOSING DOOR LOCK





LABORATORY ESSENTIAL
EQUIPMENT 

Safety Cabinets & Basic Culture Equipment
Supporting you all the way for your Safe
& Accurate Experiment

CRYSTE class 2 safety cabinets provide optimal personal protection,
product protection and cross-contamination protection in clean
laboratories handling biological specimen of BSL-1, BSL-2, BSL 3.
Qualifications that meet internationally proven validation standards
are conducted in-house as a basis. Reliable biological safety cabinet
already sold in the global market.

In an atmosphere where the scope of application is expanding through
technology convergence with chemicals/NT, following medicine/
agriculture using technologies related to living organisms such as
DNA/proteins/cells, CRYSTE supplies more extensive range of basic
physical and chemical laboratory equipment and various options.
In particular, we want to lighten your footsteps through essential
equipment with reliable temperature control capabilities.
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Biohazard 인자로부터 사용자와 실험실 환경을

보호하고, 실험에 사용되는 각종 샘플의 교차오염을

방지할 수 있는 Class Ⅱ A2 Type 생물안전작업대

PURICUBE NEO

BIOLOGICAL

SAFETY CABINET
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STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Weight(Kg)

Base Stand(mm)

Model PURICUBE NEO 900

900x576x649

970x783x2100

190

PURICUBE NEO 1200

 1200x576x679

1270x783x2100

225

PURICUBE NEO 1500

1500x576x679

1570x783x2100

250

PURICUBE NEO 1800

  1800x576x663

1870x783x2100

280
Size

Type

Sash 

Worktop Material 

Inside Material 

Outside Material 

Filter 

Controller
Display

Function

Stand 716 (Included Caster 82)

Class Ⅱ A2 (70% recirculation as downflow & 30% exhaust as outflow)

LCD display

FL lamp On/Off, UV lamp On/Off, UV lamp timer, Total using / Filter using time

Weight balanced sliding tempered safety glass(5mm thick)

Stainless steel plate 304, HL

Stainless steel plate 304, HL

Epoxy powder coated steel plate

H-14 HEPA filter : 99.995% at 0.3㎛ / ISO class 5

Gas Valve

Air Valve (VACCUM)

Consent

UV Lamp

FL Lamp

Noise (dB)

Power

Safety

Inflow

Downflow

Average
Airflow
Velocity

1EA

1EA

2EA with reinforced cover(mounted on inside wall)

30W x 1EA

< 70dB

230V ± 10%, 50-60Hz, 1Phase

UV lamp automatic switch-off when door's opened,
Fuse installed each electric part, Filter life span alarm with buzzer and display on screen

0.40 m/s

0.35m/s

0.40 m/s

0.35m/s

0.40 m/s

0.30 m/s

36W x 2EA 55W x 2EA

0.40 m/s

0.30 m/s

 40W x 1EA20W x 1EA

 55W x 1EA



MAIN FEATURE

인체공학적 디자인으로 사용자 편의성이 증대됨

전면부의 10도 기울임 디자인으로 인하여, 실험 도중 팔, 목, 어깨의 긴장을
최소화 할 수 있는 자세 유지가 가능합니다.

보다 높은 도어 유리 덕분에 넓은 시야가 확보 가능하며, 앉아서 실험을
진행하거나, 일어선 채로 내부를 관찰하기에도 용이해졌습니다. 

도어 유리 하단에 프레임이 없기 때문에, 시선의 흐름이 방해되지 않습니다.

팔걸이가 설치되어 있어, 일정 시간 이상의 작업을 진행하기에도 편하며,
정밀한 작업 진행 시에, 팔꿈치를 고정 시킬 수도 있습니다.

생물안전등급 2등급 이상을 요하는 연구실에서 사용 가능한 생물안전작업대

- 유입공기 및 작업대공기가 작업대 하부로 흡입되므로 사용자 안전이 보장됩니다.

- 70% 재순환되는 공기는 HEPA필터로 정화되므로, 작업대의 제품 안전이 보장 됩니다.

- 30% 배출되는 공기는 HEPA필터를 통하여 외부로 배출되므로,
  실험실 환경 안전 요건을 준수합니다.

 ② Frame-less window 

① ∠10° Angle in front

안전하게 UV살균이 가능한 장비

- UV 살균 작업 시 전면 강화유리 도어를 통하여
  UV 차단이 가능합니다.
- 도어를 열거나 FL램프를 점등할 때에는 자동
  으로 UV 소등이 이루어집니다.

상위등급 필터 사용으로 밸리데이션 지원 강화

- 0.3㎛ 입자를 99.995% 정화하는 HEPA

  필터가 장착 되었습니다.

- 0.12㎛ 입자를 99.9995% 정화 하는 ULPA

  필터의 옵션 장착이 가능합니다.

- 하방향필터의 압력을 체크하여, 실시간 으로

  필터의 성능과 수명을 점검할 수 있어 보다

  안전하고 효율적인 실험이 가능합니다.

차압계를 통해 필터의 수명/성능 점검

필터 교체 소요 시간이 짧아 유지보수가 용이한 캐비닛

- 전면부/후면부 어느 방향에서도 필터교체가 가능
  하므로 설치 환경 조건과 무관하게 유지보수에 소요
  되는 시간을 최소화 할 수 있습니다.

설정 풍속을 유지하는 최신 기술의 모터

- 필터의 로딩 상태와 무관하게, 기준값에 준하는 풍속을
  상시 유지할 수 있는 최신 기술의 모터가 장착 되었습니다.

공간활용을 위한 최적설계

- 작업 공간 내 가스/에어밸브와 연결되는 동관 라인은
  제품 뒷면의 원터치 피팅을 통하여 실험실 내 유틸리티
  라인과 연결됩니다. 이를 통하여, 장비 양 측면은
  자유롭게 활용가능하도록 설계 하였습니다.

샘플 및 사용자 안전성 강화

- 하방향풍속과 유입풍속의 제어를 통하여 내부공기의
  유출과 외부공기의 유입을 차단하여 챔버내부의 무균
  상태를 유지하며 시료를 보호하고, 사용자의 안전
  또한 보호합니다.

- 내부의 공기압력은 외부에 비해 음압으로 유지되어
  오염된 공기가 제품의 틈새로 빠져나가는 것을 방지
  하여 실험실 환경까지 보호합니다.
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PART DESCRIPTION

DIMENSIONAL INFORMATION

L
A

B
.S

A
F

E

Inner Width

Outer Width

Inner Width

Outer Width

H14등급 HEPA 필터(하방향)

0.3㎛ 입자를 99.995% 효율로 제거

차압계

필터상태 확인 가능

H14등급 HEPA필터(배기)

0.3㎛ 입자를 99.995% 효율로 제거

LCD 스크린 & 디지털 컨트롤러

Fan/FL / UV lamp 기능작동버튼

가스/에어용 유틸리티 밸브

후면 원터치 피팅 타입의 Outlet

방우형 전원소켓

UV램프

팔걸이(암레스트)

작업 편의를 위한 팔걸이

이동형 휠

이동 설치 및 설치 후 고정 기능

하부장 선반

다양한 목적으로 사용가능

이음새 없는 일체형

스테인리스 스틸 작업대

Inner
Height



PART DESCRIPTION

제품 Main Body

구분 ITEM

옵션

스페어

PCBN-9-OP1

PCBN-9-OP2

PCBN-9-OP3

PCBN-9-OP4

PCBN-9-OP5

PCBN-9-SP1

PCBN-9-SP2

PCBN-9-SP3

PCBN-9-SP4

PCBN-9-SP5

PCBN-9-SP6

PCBN-9-SP7

PCBN-9-SP8

PCBN-9-SP9

PCBN-9-SP10

PCBN-9-SP11

PCBN-9-SP12

PCBN-9-SP13

PCBN-12-OP1

PCBN-12-OP2

PCBN-12-OP3

PCBN-12-OP4

PCBN-12-OP5

PCBN-12-SP1

PCBN-12-SP2

PCBN-12-SP3

PCBN-12-SP4

PCBN-12-SP5

PCBN-12-SP6

PCBN-12-SP7

PCBN-12-SP8

PCBN-12-SP9

PCBN-12-SP10

PCBN-12-SP11

PCBN-12-SP12

PCBN-12-SP13

PCBN-15-OP1

PCBN-15-OP2

PCBN-15-OP3

PCBN-15-OP4

PCBN-15-OP5

PCBN-15-SP1

PCBN-15-SP2

PCBN-15-SP3

PCBN-15-SP4

PCBN-15-SP5

PCBN-15-SP6

PCBN-15-SP7

PCBN-15-SP8

PCBN-15-SP9

PCBN-15-SP10

PCBN-15-SP11

PCBN-15-SP12

PCBN-15-SP13

PCBN-18-OP1

PCBN-18-OP2

PCBN-18-OP3

PCBN-18-OP4

PCBN-18-OP5

PCBN-18-SP1

PCBN-18-SP2

PCBN-18-SP3

PCBN-18-SP4

PCBN-18-SP5

PCBN-18-SP6

PCBN-18-SP7

PCBN-18-SP8

PCBN-18-SP9

PCBN-18-SP10

PCBN-18-SP11

PCBN-18-SP12

PCBN-18-SP13

Change to ULPA filter

Add. Gas Valve

Add. Air Valve

Add. Consent(220V)

Change to inner Consent(110V)

HEPA Filter Set

ULPA Filter Set

UV Lamp(20W/30W/40W)

FL Lamp(36W/55W)

Gas Valve

Air Valve

UV ballast

FL Ballast

Sirocco Fan/Motor

Mainboard & Controller

Differential
Pressure gauge

Glass Door

Coated Wire

ORDER CODE

PURICUBE NEO 900

PCBN-9-MB

PURICUBE NEO 1200

PCBN-12-MB

PURICUBE NEO 1500

PCBN-15-MB

PURICUBE NEO 1800

PCBN-18-MB

주문 전 확인 필수, 제작 후 변경 불가

Class Ⅱ

Biological Safety Cabinet
can protect 

- Researcher

- Environment

- Product

Check the biosafety level in your laboratory!
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실험실 기자재 및 배지 등의

멸균 및 폐기물의 멸균에도

사용되는 고압 증기 멸균기

PURISTER
AUTOCLAVE
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STANDARD SPECIFICATION

Inner(Dia. x H)mm

Out(W x D x H)mm

Capacity

Weight(Kg)

Type

Operating for sterilization

Display

Operating for sterilization

Type

Range

Material

Size(Dia. x H)mm

Model PURISTER 60

Ø350 x 650

570 x 610 x 1200

60 L

104

PURISTER 80

Ø400 x 690

620 x 670 x 1220

80 L

123

PURISTER 100

Ø450 x 690

670 x 710 x 1180

100 L

145

Size

Temperature

Pressure

Safety Device

Basket

Pressure
Gauge

Inside Material

Outside Material

Exhaust Bottle Material

Power

Power Consumption

Digital

105℃~121℃

Ambient +10℃ ~ 124℃

1.2bar at 121℃, 1.3bar at 124℃

Analogue

~4.0bar

Stainless steel plate 304

Epoxy powder coated steel plate

Wire Basket(2EA included)

3,000W

Ø370 x 250

HDPE Bottle(1EA included)

220V±10%, 50/60Hz, 1Phase

4,000W

Over heat Protector, Thermal rocker-actuated circuit breaker, Water level sensor
Pressure safety valve, Emergency exhaust valve

4,500W

Ø320 x 250 Ø420 x 250

LED 상태 표시 아이콘

멸균 진행에 따라 자동
전환되는 상태를 표시

상향 5˚ 기울기
컨트롤패드

사용자의 시야각을
고려한 인체공학적
디자인

배기 공기 응축 용기

고압 증기 배기 시, 
발생하는 응축수의
자연증발 공간



과열방지 장치

자동 온도 제어에 문제가
있더라도 과열 위험을
차단합니다.

수위센서

수위가 히터 위치보다 낮을 때, 
히터의 작동을 중단하여 과열을
방지합니다.

안전밸브

1.8bar 이상의 고압이 형성
되는 경우, 안전밸브가 자동
으로 열려, 이상 고압의 형성
을 방지합니다.

강제 배기 밸브

챔버 내부 공기를 수동으로 
배기하여  멸균작업을  중단
할 수 있습니다.

회로 차단기

과전류로 인한  화재 발생 위험
을 제거합니다.

MAIN FEATURE

FLASK LOADING CAPACITY

SAFE GUARD

ORDER INFORMATION

FEATURE PLUS

고압 장비 5중 안전 장치 구축

- 멸균 진행단계 및 장비 상태를 아이콘으로 표시
  해주므로, 언제든지 사용상태를 쉽게 확인할 수
  있습니다. 또한, 두 개의 LED 창을 통하여 온도와
  시간을 동시에 확인할 수 있습니다.

안전하게 믿고 사용 가능한 멸균기

- 고온 / 고압의 조건으로 사용하는 장비이므로,
  5중 안전장치를 도입하여 안전을 한 번 더 생각
  하였습니다.

직관적이며 사용이 편리한 디지털 컨트롤러

- 컴팩트한 사이즈로 실험실 내 어느 공간에도
  쉽게 설치가 가능하며, 감각적인 디자인은
  실험실 분위기를 한층 더 밝게 합니다.

깔끔한 디자인에 적은 공간을 차지하는 외형

내구성을 갖춰 오래 사용 가능한 장비

- 내부 챔버, 와이어 바스켓, 도어 등 접액부의 모든
  재질을 스테인리스 스틸로 제작하여, 부식 위험을
  최소화하였습니다.

25 ml flask

50 ml flask

125 ml flask

250 ml flask

500 ml flask

1000 ml flask

2000 ml flask

※ 2000 ml flask 은 상부 바스켓에만 로딩 가능

4.1 cm

5.1 cm

6.7 cm

8.2 cm

10.1 cm

12.9 cm

15.2 cm

6.1 cm

7.8 cm

11.4 cm

13.2 cm

17.6 cm

21.6 cm

27.9cm

40

25

15

9

7

4

3

54

37

20

13

9

6

4

68

44

25

19

11

8

5

플라스크 가능 개수(/basket)플라스크
용량

플라스크
바닥 직경

높이
PURISTER 60 PURISTER 80 PURISTER 100

제품 Main Body

구분 ITEM

옵션

스페어

N/A

PST-6-SP1

PST-6-SP2

PST-6-SP3

PST-6-SP4

PST-6-SP5

PST-6-SP6

PST-6-SP7

PST-6-SP8

PST-6-SP9

Thermal Printer

Basket(Stainless)

Door Gasket

Pressure Gauge

Heater

Mainboard &
Controller Set

Mainboard &
Controller Set(Option)

Electronic on/Off Valve

Electricity Leakage Breaker

Water Level Sensor

ORDER CODE

PURISTER 60

PST-6-MB

N/A

PST-8-SP1

PST-8-SP2

PST-8-SP3

PST-8-SP4

PST-8-SP5

PST-8-SP6

PST-8-SP7

PST-8-SP8

PST-8-SP9

PURISTER 80

PST-6-MB

N/A

PST-10-SP1

PST-10-SP2

PST-10-SP3

PST-10-SP4

PST-10-SP5

PST-10-SP6

PST-10-SP7

PST-10-SP8

PST-10-SP9

PURISTER 100

PST-10-MB

PST-6-232-OP1

PST-6-232-SP1

PST-6-232-SP2

PST-6-232-SP3

PST-6-232-SP4

PST-6-232-SP5

PST-6-232-SP6

PST-6-232-SP7

PST-6-232-SP8

PST-6-232-SP9

PURISTER 60 RS232

PST-6-232-MB

PST-8-232-OP1

PST-8-232-SP1

PST-8-232-SP2

PST-8-232-SP3

PST-8-232-SP4

PST-8-232-SP5

PST-8-232-SP6

PST-8-232-SP7

PST-8-232-SP8

PST-8-232-SP9

PURISTER 80 RS232

PST-8-232-MB

PST-10-232-OP1

PST-10-232-SP1

PST-10-232-SP2

PST-10-232-SP3

PST-10-232-SP4

PST-10-232-SP5

PST-10-232-SP6

PST-10-232-SP7

PST-10-232-SP8

PST-10-232-SP9

PURISTER 100 RS232

PST-10-232-MB

내장 프린터 옵션

멸균 과정의 시간 + 온도가 감열지
위에 출력됩니다.

RS-232 인터페이스 옵션

맞춤 소프트웨어를 통하여
사용자 PC에서  온도 데이터의
모니터링이 실시간 가능합니다.
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정확한 온도 제어 및 분포도 조성이 가능한

강제순환방식의 실험용 배양기

PURICELL
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STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Capacity

Weight(Kg)

Range

Sensor Type

Control

Model PURICELL 150

500 x 500 x 600

635 x 795 x 860

150 L

95

630W

Perforated Stainless Steel Shelves
(2EA included / Up to 6EA)

Size

Controller

Inside Material   

Outside Material  

Shelf

Temperature

Power

Power Consumption

Safety

Standard : Digital PID controller

Stainless steel plate 304

Epoxy powder coated steel plate

Ambient +5℃ ~ 70℃

PT 100Ω

Forced convection(Direct heating)

230V ±10%, 50-60Hz, 1Phase

Over heat protector, Fuse installed noise filter

FEATURE PLUS

외부 환경온도

22.1℃~25℃

Open for 3min at 37℃ set
Recovery within  3min

℃

Time0

5

10

15

20

25

30

35

40

신속한 설정온도 회복 능력

도어를 여닫은 후, 설정온도로 신속히

회복하는 높은 효율의 장비입니다.



ORDER INFORMATION

제품 Main Body

구분 ITEM

옵션

스페어

Change To
Stainless Shelf(Wire)

Thermal Printer

Stainless Shelf(Perforated)

Stainless Shelf(Wire)

Heater

Fan Motor

Mainboard & Controller

Mainboard & Controller(Option)

Thermal Printer(Option)

Main Power Switch

ORDER CODE

PCL-15-OP1

N/A

PCL-15-SP1

PCL-15-SP2

PCL-15-SP3

PCL-15-SP4

PCL-15-SP5

PCL-15-SP6

PCL-15-SP7

PCL-15-SP8

PURICELL 150

PCL-15-MB

PCL-15-232-OP1

PCL-15-232-OP2

PCL-15-232-SP1

PCL-15-232-SP2

PCL-15-232-SP3

PCL-15-232-SP4

PCL-15-232-SP5

PCL-15-232-SP6

PCL-15-232-SP7

PCL-15-232-SP8

PURICELL 150 RS232

PCL-15-232-MB

MAIN FEATURE

내구성을 갖춰 오래 사용 가능한 장비

내부 챔버 재질을 스테인리스 스틸로 제작

하여, 부식 위험을 최소화 하였습니다.

실용적이며 기능적인 디자인

내부의 유리도어가 닫힌 채로 챔버 내부

현황을 살필 수 있어서  열 손실이 없고, 외부

도어와 함께 이중으로 열 손실 을  차단 하도록

설계되었습니다.

설정온도까지 도달이 빠르고,
유지가 잘되는 배양기

내부 챔버의 둘레 사면을 골고루 히팅

하는 방식이기에, 높은 효율 의 열

전달이 이루어지며, 이와 같은 특성

으로 설정 온도 도달이 쉽고, 고른

온도분포 조성이 가능 합니다.

높이 조절이 편하고, 사용이
편리한 슬라이딩 선반

높이 조절이 가능한 선반으로 배양

공간 활용능력이 우수하고, 서랍

처럼 뺄 수 있는 슬라이딩 선반 이기에

시료를 쉽게 넣고  뺄 수 있습니다.

SAFE GUARD

안전을 위해 도어를 열면 자동 멈춤

사용자가 도어를 열어 시료를 취급할 때
공기순환 팬이 자동 으로 Off 되어, 내부
공기가 사용자 방향으로 배출되는 것을
차단 하였습니다.

도어가 닫히면, 정상적으로 재가동합니다.

과열방지장치

자동 온도 제어에 문제가 있더라도
과열 위험을 차단합니다.
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정확한 온도 제어 및 분포도 실현이 가능하며 

BOD 연구를 위한 저온 설정이 가능한

강제순환방식의  실험용 저온 배양기

PURICELL_LOW

LOW. TEMP
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STANDARD SPECIFICATION

MAIN FEATURE

내부의 유리도어가 닫힌 채로

챔버 내부 현황을 살필 수

있어서  열 손실이 없고, 외부

도어와 함께 이중으로 열 손실을

차단하도록 설계되었습니다.

실용적이며 기능적인 디자인

Inner(W x D x H)mm

Out(W x D x H)mm

Capacity

Weight(Kg)

Range

Sensor Type

Control

Model PURICELL_LOW 150

530 x 485 x 630

675 x 772 x 1322

150 L

138

PURICELL_LOW 250

520 x 520 x 940

675 x 770 x 1618

245 L

144

1/5 HP,  R-134a, Non-CFC

230V ±10%, 50-60Hz, 1Phase

1,235W

 1/4 HP, CFC-Free(R-404A)

220V Single phase, 50-60hz

1,100W

Stinaless steel wire shelves
(2EA included / Up to 6EA)

Stinaless steel wire shelves
(3EA included / Up to 6EA)

Size

Controller

Inside Material   

Outside Material  

Shelf

Temperature

Compressor

Power

Power Consumption

Safety

Standard : Digital PID controller

Stainless steaal plate 304 & 430

Epoxy powder coated steel plate

0℃ ~ 60℃

PT 100Ω

Forced convection(Direct heating)

Over heat protector, Fuse installed noise filter, 
Earth leakage circuit breaker

절전형 냉장시스템으로 에너지절감 효율 증대

목표 온도에 도달하면, 쿨링 장치가 필요시에만 가동되기
때문에  불필요한 에너지 소모를 하지 않습니다.

내구성을 갖춰 오래 사용 가능한 장비

내부 챔버 재질을 스테인리스 스틸로 제작하여, 부식 위험을
최소화 하였습니다.

제품 사이즈별 적합한 냉장시스템이 탑재되어 있어서 저온
조건으로 배양하는 시료의 연구가 가능합니다.

저온의 배양 보관이 가능한 BOD 배양기



FEATURE PLUS

ORDER INFORMATION

SAFE GUARD

빠른 설정온도 회복능력

강제순환방식을 통한 챔버 내 효율적인 공기 순환으로,
설정 온도 도달이 신속히 이루어질 수 있으며,  직류
냉장방식의 쿨링 장치를 통해 저온 설정 온도로의 복귀도
신속히 이루어집니다.

알람 기능 제공

복합 알람 기능이 기본으로 탑재되어 있어서 주의 상황 발생 시
알람이 울립니다.

※ 외부 환경온도 24.1℃ 조건
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Open for 30sec at 10℃ set  

Recovery within 3min
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Open for 3min at 37℃ set  

Recovery within 3min

Open for 3min at 48℃ set 

Recovery within 3min

℃

- 10초 이상 도어가 열려있는 경우

- 설정온도에서 미리 정해 놓은 범위를 이탈했을 경우

- 배양 시간에 대한 타이머작동이 완료한 경우

제품 Main Body

구분 ITEM

옵션
PCLL-15-OP1

N/A

PCLL-15-SP1

PCLL-15-SP2

PCLL-15-SP3

PCLL-15-SP4

PCLL-15-SP5

PCLL-15-SP6

PCLL-15-SP7

PCLL-15-SP8

Change To Stainless 
steel Shelf (Perforated)

Thermal Printer

Stainless Shelf(Perforated)

Stainless Shelf(Wire)

Heater

Fan Motor

Mainboard & Controller

Mainboard & Controller(Option)

Thermal Printer(Option)

Electricity Leakage Breaker

ORDER CODE

PURICELL LOW 150

PCLL-15-MB

PCLL-25-OP1

N/A

PCLL-25-SP1

PCLL-25-SP2

PCLL-25-SP3

PCLL-25-SP4

PCLL-25-SP5

PCLL-25-SP6

PCLL-25-SP7

PCLL-25-SP8

PURICELL LOW 250

PCLL-25-MB

PCLL-15-232-OP1

PCLL-15-232-OP2

PCLL-15-232-SP1

PCLL-15-232-SP2

PCLL-15-232-SP3

PCLL-15-232-SP4

PCLL-15-232-SP5

PCLL-15-232-SP6

PCLL-15-232-SP7

PCLL-15-232-SP8

PURICELL LOW150 RS232

PCLL-15-232-MB

PCLL-25-232-OP1

PCLL-25-232-OP2

PCLL-25-232-SP1

PCLL-25-232-SP2

PCLL-25-232-SP3

PCLL-25-232-SP4

PCLL-25-232-SP5

PCLL-25-232-SP6

PCLL-25-232-SP7

PCLL-25-232-SP8

PURICELL LOW250 RS232

PCLL-25-232-MB

스페어
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세포생장 및 조직방은 연구에 적합한

통기교반 환경을 제공하여 여러 샘풀의

동시 배양이 가능한 냉장식 진탕배양기

PURICELL_SHAKING 80

SHAKING
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STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Platform(W x D)mm

Weight(Kg)

Range

Wait On Timer

Sensor Type

Control

Model PURICELL_SHAKING 80

504 x 521 x 385

543 x 874 x 546

445 x 445

100

Standard : Digital PID controller, Auto-tunning

Stainless steel plate 304

Epoxy powder coated steel plate

Polycarbonate

Standard: Universal tray + Sticky pad(4EA/Set)

LED lamp

15℃ ~ 65℃

59m.59s / 59h.59m / continuous

PT 100Ω

Forced convection(Direct heating & cooling)

1/6HP, R-134a, Non-CFC

Clockwise

20~300 RPM at floor / 20~200 RPM at table

59m.59s / 59h.59m / continuous

20mm

AC 230V±10%,  50Hz / 60Hz, 1Phase

Max 2,500W

Over heat protector, Thermal rocker-actuated circuit breaker,
Heat protective barrier of controller box, Cooling fan for motor, 

Size

Controller

Inside Material

Outside Material

Door Material

Shaking Platform

Lamp

Temperature

Compressor

Shaker

Power

Power Consumption

Safety

Motion

Speed Range

Wait Off Timer

Throw

스티키 패드 트레이정밀한 교반 속도 제어

MAIN FEATURE

실험실 환경온도와 상관없이
온도에 민감한 시료 를 취급할
수 있도록 냉장 시스템이 기본
으로 구성 되어 있습니다.

냉장기능을 기본으로 갖춘
진탕 배양기

사용자 기호 및 목적에 따라 여러
형태 의 플랫폼 구성이 가능하도록
다양한 옵션을 제공합니다.

다양한 유형의 쉐이킹 플랫폼
제공

챔버내부 온도에 영향을 주지않는 LED

내부에 발열이 적은 LED조명을 장착하여 내부
챔버 온도에 영향을  주지 않으면서도, 밝은 빛
으로 내부 관찰이 편리합니다. 

탁 트인 창으로 내부 관찰이 용이

폴리 카보네이트 재질로 된 투명 커버를

적용하여 가볍게  여닫을 수 있고, 내부

관찰도 쉽게 할 수 있습니다.



FEATURE PLUS

SAFE GUARD

다양한 플랫폼 구성을 위한 트레이 옵션 

기본형 : 유니버셜 트레이+스티키패드

플라스크 사이즈에 관계없이 자유로운
공간배열이 가능한 장점이 있습니다.

옵션형 : 스프링랙

스프링 와이어가 플라스크 고정을 위하여
사용되며,  여러 사이즈의 플라스크 사용이
가능합니다.

옵션형 : 유니버설 트레이

사이즈별 플라스크 홀더를 장착하여 여러
사이즈의 플라스크를 고정시킬 수 있습니다.

최대용량
2ℓFlask(5EA) / 1ℓFlask(7EA) / 500㎖(16EA)/
250㎖(25EA) / 100㎖(45EA)

전기적 안전성 확보

- 시료의 누수가 발생하더라도, 내부 바닥의 누수방지
  테두리로 인하여,  구동부의 누전위험 없음.

- 컨트롤러 및 메인보드가 별도 공간으로 구분되어,
  누전위험이 없고, 유지보수가 용이함.

ORDER INFORMATION

제품 Main Body

구분 ITEM

옵션

스페어

Change To
Universal Tray Without Sticky Pad

Change To
Spring Rack(453x453mm)

Flask Holder 100ml(Stainless)

Flask Holder 250ml(Stainless)

Flask Holder 500ml(Stainless)

Flask Holder 1000ml(Stainless)

Flask Holder 2000ml(Stainless)

Universal Tray

Spring Rack

Sticky Pad(1EA)

Heater

Shaking Motor(60Hz)

Shaking Motor(50Hz)

Door Cover

Mainboard & Controller

ORDER CODE

PCS-8-R-OP1

PCS-8-R-OP2

PCS-8-R-OP3

PCS-8-R-OP4

PCS-8-R-OP5

PCS-8-R-OP6

PCS-8-R-OP7

PCS-8-R-SP1

PCS-8-R-SP2

PCS-8-R-SP3

PCS-8-R-SP4

PCS-8-R-SP5

PCS-8-R-SP6

PCS-8-R-SP7

PCS-8-R-SP8

PURICELL_SHAKING 80

PCS-8-R-MB
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진탕 실험 및 배양 실험 사용시 적합하며

대량 샘플을 안정적으로 교반할 수 있는

대용량 저온 진탕배양기

PURICELL_SHAKING X10
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STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Platform(W x D)mm

Weight(Kg)

Range

Uniformity

Sensor Type

Accuracy

Model PURICELL_SHAKING X10

760 x 720 x 480

1008 x 873 x 997

700 x 650

200

5,000ml x 5

Standard : Digital PID controller, Auto-tunning

Stainless steel

Cold rolled steel / Powder Coated

Anodized Aluminum

Continuous or 99hr ~59min

10℃ ~ 60℃

±1℃ at 37℃ 

PT 100Ω

±0.3℃ at 37℃

40mm

30 ~ 300 RPM

±3

AC 230V±10%, 50Hz / 60Hz, 1Phase

2,200W

900W

Size

Max CApacity

Controller

Inside Material

Outside Materiall

Shaking Platform

TIME

Temperature

Shaker

Power

Power Consumption

Heater Capaciter

Orbit

Speed Range

RPM Accuracy

다양한 플랫폼 구성을 위한 트레이 옵션 

옵션형 : 스프링랙

스프링 와이어가 플라스크 고정을 위하여
사용되며,  여러 사이즈의 플라스크 사용이
가능합니다.

옵션형 : 유니버설 트레이

사이즈별 플라스크 홀더를 장착하여 여러
사이즈의 플라스크를 고정시킬 수 있습니다.

최대용량
100ml(49EA) / 250ml(34EA) / 500ml(25EA) / 
1L(16EA) / 2L(9EA) / 5L(5EA) 

FEATURE PLUS



ORDER INFORMATION

MAIN FEATURE

실험실 환경온도와 상관없이 온도에
민감한 시료를  취급할 수 있도록 냉장
시스템이 기본 으로 구성되어 있습니다.

냉장기능을 기본으로 갖춘 진탕배양기

투명창에 습기 제거 필터를 장착하여
내부 김서림 현상을 방지합니다.

습기 제거 필터 적용

사용자 기호 및 목적에 따라 여러 형태
의 플랫폼 구성이 가능하도록 다양한
옵션을 제공합니다.

다양한 유형의 쉐이킹 플랫폼 제공

챔버내부 온도에 영향을 주지않는 LED 투명창으로 내부 관찰이 용이

내부에 발열이 적은 LED조명을 장착하여 내부
챔버 온도에 영향을  주지 않으면서도, 밝은 빛
으로 내부 관찰이 편리합니다. 

도어 잠금 장치 기능 탑재

다이얼 방식의 도어 잠금 장치로 외부로부터의

접근을 제한할 수 있습니다.

폴리 카보네이트 재질로 된 투명 커버를 적용

하여 가볍게  여닫을 수 있고, 내부 관찰도 쉽게

할 수 있습니다.

제품 Main Body 

구분 ITEM

옵션

스페어

Universal Plate

Spring rack

Flask Holder 100ml

Flask Holder 250ml

Flask Holder 500ml

Flask Holder 1,000ml

Flask Holder 2,000ml

Flask Holder 5,000ml

Shaking Motor (60Hz)

Shaking Motor (50Hz)

Mainboard & Controller

ORDER CODE

PURICELL _SHAKING X10

PCS-X10-R-MB

PCS-X10-R-OP1

PCS-X10-R-OP2

PCS-X10-R-OP3

PCS-X10-R-OP4

PCS-X10-R-OP5

PCS-X10-R-OP6

PCS-X10-R-OP7

PCS-X10-R-OP8

PCS-X10-R-SP1

PCS-X10-R-SP2

PCS-X10-R-SP3
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시료의 건조 및 수분정량, 초자를 포함한

각종 실험기자재의 건조 및 살균에 이용되는

강제순환방식의 실험용 고온 건조기
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STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Capacity

Weight(Kg)

Range

Sensor Type

Control

Model PURIVEN 150

500 x 500 x 600

645 x 795 x 860

150

110

Size

Controller

Inside Material

Outside Material

Shelf

Temperature

Power

Power Consumption

Safety

Standard : Digital PID controller

Stainless steel plate 304

Epoxy powder coated steel plate

Ambient +5℃ ~ 250℃

PT 100Ω

Forced Convection (Direct Heat)

 230V ±10%, 50-60Hz, 1Phase

Perforated Stainless Steel Shelves
(2EA included / Up to 6EA)

2,000W

Over heat protector, Earth leakage circuit breaker,
Fuse installed noise filter

고온 단열을 위한 안전장치

FEATURE PLUS

특수 방열 패널

컨트롤 박스 내 메인보드의
열에 의한 손상을 방지하고자,
열저항 계수가 큰 방열판을
장착하였습니다.

유리 섬유 단열재

챔버 둘레에 고온 단열 능력이 뛰어난
유리 섬유단열재를 적용하였습니다.



ORDER INFORMATION

SAFE GUARD

사용자 안전 강화를 위한 도어 래치

- 사용자의 화상 위험을 제거하기 위해 도어 잠금 래치를
  적용하여, 의도치 않게 뜨거운 내부 공기가 유출되는 것
  을 방지하였습니다.

- 잠금 래치를 통하여 실리콘 가스켓과 도어 접면부의 밀폐
  력을 한번 더 가중하여 틈새로의 열 누출 위험을 제거하였
  습니다.

과열방지장치

자동 온도 제어에 문제가
있더라도 과열 위험을
차단합니다.

제품 Main Body

구분 ITEM

옵션

스페어

Change To
Stainless Shelf(Wire)

Thermal Printer

Stainless Shelf(Perforated)

Stainless Shelf(Wire)

Heater

Fan Motor

Mainboard & Controller

Mainboard & Controller(Option)

Thermal Printer

Main Power Switch

ORDER CODE

PVN-15-OP1

N/A

PVN-15-SP1

PVN-15-SP2

PVN-15-SP3

PVN-15-SP4

PVN-15-SP5

PVN-15-SP6

PVN-15-SP7

PVN-15-SP8

PURIVEN 150

PVN-15-MB

PVN-15-232-OP1

PVN-15-232-OP2

PVN-15-232-SP1

PVN-15-232-SP2

PVN-15-232-SP3

PVN-15-232-SP4

PVN-15-232-SP5

PVN-15-232-SP6

PVN-15-232-SP7

PVN-15-232-SP8

PURIVEN 150 RS232

PVN-15-232-MB

MAIN FEATURE

신속한 고온도달이 가능하며 열효율을
높인 고온 건조기

초기 가동 시 공기순환을 통한 설정 온도
도달 능력이 뛰어나며, 챔버 내열의 외부
유출을 최소화하여 열효율이 높게 설계
되었습니다.

높이 조절이 가능한 선반으로 배양 공간
활용능력이 우수하고, 서랍처럼 뺄 수 있는
슬라이딩 선반이기에 시료를 쉽게 넣고
뺄 수 있습니다.

높이 조절이 편하고, 사용이 편리한
슬라이딩 선반

내부 관찰을 위한 창과 튼튼한
고정 손잡이

건조하는 시료를 살펴볼 수 있도록 이중
단열 유리를 도어부에 사입하였고, 도어부
열손실을 최소화하기 위해 잠금 래치를
별도 적용하였습니다.

열에 의해 파열되거나 파손되지 않도록
내구성을 가진 가스켓류와 부품을 적용하
였고, 열에 의한 컨트롤러 손상을  막기
위해 열의 전도를 줄이는 별도 패널을
마련 하였습니다. 

고온에서도 잘 견디는 가스켓과
부품류
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공간�효율적�디자인                      
                     CO   배양기 / 배양기�등�기기�내부에�설치가 
가능한�슬림형�교반기이며, 스티키�매트�플랫폼 
타입으로, 자유롭게�최대 CAPA 로�구동이�가능
합니다.                     
                     

강력한�구동력을�갖춘�마그네틱�드라이브�모터                     
                                
                     
강력한�자력을�기반으로�하는�높은�회전력으로 
탁월한�교반이�가능합니다. 강력하지만�저전력 
BLDC 구동에서�오는�최소�열발생은�실내�배양
온도�제어에�영향을�주지�않아�안정적인�배양을 
지원합니다.  

MAIN FEATURE

CO    배양기 내에서, 

효율적인 세포성장을 돕도록 습도와 CO   제어 환경에서도 

안정적으로 사용 가능한 회전 교반기

2

2

외부에�장착�가능한 LCD 스크린�컨트롤패널                     
                     배양기�외부�부착형�컨트롤�패널로서, 챔버를�열지 
않고도�쉽게�모니터링�및�조작이�가능합니다.  
열손실�및  CO    손실을�방지하기�위한�최적의 
디자인입니다. 배양기�형태나�실험자�편의에 
따라�잘보이는�곳에�부착�가능합니다. 

2

2

2

내식성을�갖춘�부품�사용과�표면�후처리�알루미늄�케이스�적용으로 
배양기�내�높은�습도�및�가스�환경에서도�오랜�사용이�가능합니다. 

20%의 CO   와 80% 이상의 습도 조건에도 강한 내구성                     

                     
                                
                     

2



STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Weight(Kg)

MODEL

445 W  x  360 D  x  85 H (mm) 

400   x  325  (mm) 

 11.5KG

External Control Box

Size

Motion Type

Motor

Speed Range

Orbital Amplitude

Shaking Platform

Timer Range

Maximum Load

Power Supply

Allowable Condition

Tray Size 

Controller

Orbital

Brushless DC motor

40 ~ 200 RPM (±2RPM)

12.5mm 

Sticky Pad

99h 59min or continuous

3KG 

AC 100-200V, 50/60Hz, EU Standard Plug

4~60℃, 20~98% Rh, Up to 20% CO2

400mm X 325mm

 
LOAD CAPACITY

Capacity With Sticky Stuff 표준 Erlenmeyer flask 기준　

25ml X 48EA

 

50ml X 35EA

100ml X 23EA

250ml X 12EA

튜브확장성을 위한 저중심의 플랫폼
    
                                
                     

동급�최저�플랫폼�높이(85mm)의�구현으로 
보다�큰�사이즈의�플라스크�사용을�통한, 
대용량�시료의�교반이�가능합니다

Thomson Optimum Growth Flask 5L 
장착�시, 최대높이 ≤35cm. 

예시)

PURIKER CELL

500ml X 8EA

1000ml X 5EA



좋은 내구성으로 고장 없이 

오랫동안 사용할 수 있는 실험실용 진탕기
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PURIKER OS

30 ~ 300 rpm

20mm

BLDC Motor

Analog Jog Dial

300 x 300

320 x 420 x 120

30W

AC100 ~ 240V, 50/60Hz

 

MODEL  

Speed range 

Shaking Throw

Motor 

Speed Control 

Platform size (WxDxH)mm

Size (WxDxH)mm

Power Consumption 

Power

 
Weight(Kg) 12.1

MAIN FEATURE

�B�L�D�C� 모터를� 적용하여� 장시간� 작동� 보장

피드백� 제어� 시스템을� 통한� 정확한� 속도� 제어� 가능� 

부드러운� 작동을� 통하여� 매끄러운� 진탕� 품질� 제공� 

낮은� 높이� 모양의� 디자인으로� 고속에서도� 안정적인� 사용� 

제품에� 과도한� 힘이� 가해지는� 것을� 방지하기� 위한

“자동� 정지”및“알람� 기능”제공� 

미끄러짐� 방지를� 위한“실리콘� 패드”제공� 

STANDARD SPECIFICATION



좋은 내구성과 부드러운 

속도 변화가 가능한 실험실용 로커 

PURIKER RK
ROKER

PURIKER RK

4 ~ 80 rpm

±9˚

BLDC Motor

Analog Jog Dial

300 x 300

300 x 378 x 142

20W

AC100 ~ 240V, 50/60Hz

 

MODEL  

Speed range 

Tilt Angle

Motor 

Speed Control 

Platform size (WxDxH)mm

Size (WxDxH)mm

Power Consumption 

Power

 
Weight(Kg) 5.4

MAIN FEATURE

�S�e�e�S�a�w� 모션� �[�2�D� 모션�]

마찰에� 의한� 소음�,� 스파크�,� 전기적� 소음� 등의� 

문제가� 없는� 수명이� 긴� �B�L�D�C� 모터를� 적용

실리콘� 패드� 기본� 옵션

�2단� 플랫폼� 옵션

� 

STANDARD SPECIFICATION
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냉동 보관 시료의 해동 및 일정한 온도에서의

시료 보관,  각종 효소 반응 실험 등에 사용되는

항온수조

PURIBATH

WATER BATH
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STANDARD SPECIFICATION

Inner(W x D x H)mm

Out(W x D x H)mm

Capacity

Weight(Kg)

Control

Display

Resolution

Model PURIBATH 11

300x240x150

325x265x260

11 L

20

PURIBATH 22

500x295x150

535X330X260

22 L

30

1000W(4.6A) 2000W(9.1A)

±1.42℃ at 50℃ ±1.84℃ at 50℃

N/A 1/4" Hose Nipple Male

Size

Material

Controller

Power

Safety

Other

Timer

Sensor Type

Range

Accuracy

Uniformity

Power Supply

Power Consumption

Temperature

Stainless Steel 304

Powder Coated Steel

PID Control, Auto Tuning

Digital with Graphic LCD

0.01℃

Run start / Wait start (99hr 59min)

PT100

 Amb. +10 to 100℃

220Vac, 1Phase, 50/60Hz

Over Temp. & Current Protection, Automatical Fault Sensing System

±0.3℃ at 50℃

Inside 

Outside



FEATURE PLUS

이음새 없는 스테인리스 스틸 수조 Bath 내부 용액을 편리하게 배출 시킬 수 
있는 Drain 장착(22리터 모델)

투명한 PC cover 사용으로 
내부�관찰�가능
(11L 및 22L 모델)     

ORDER INFORMATION

제품 Main Body

구분 ITEM

옵션

PBTL 001 0011

PBTL 001 0012

PBTL 001 0013

RS485 to USB communication Cable

External Sensor, Pt100, Ø4×L300mm

Support Kit

PC Cover

ORDER CODE

PURIBATH 11

PBTL-11-MB

PURIBATH 22

PBTL-22-MB

PBTL 022 0014 PBTL 032 0014

MAIN FEATURE

데이터 통신 포트 : 
외부 센서 및 
RS485 PC 통신용
      

PID 제어 방식으로 정확한 온도 제어 가능(온도 표시 0.01℃ 단위)

이상상황 셀프 모니터링

Auto-tuning 기능 및 온도 Calibration 기능

      

Graphic LCD Display, 

간편하고 직관적인 Controller 가능

SAFE GUARD

스테인리스 스틸 재질 선반



FEATURE PLUS
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유해한 액체나 폐시료를 신속히

제거하기 위한 컴팩트한 석션 펌프

PURISUC

SUCTION MASTER
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STANDARD SPECIFICATION

Bottle(W)

Outside(W x D x H)mm

Weight(Kg)

Model

Size

Controller

Outside Material

Bottom Material

Remote Operation

Suction Pump

Power

Power Consumption

Safety

PURISUC 2500ml

150Ø

200 x 340 x 226

18

Manual On/Off switch, Foot switch

ABS

Epoxy poweder coated steel

Foot switch connected electricity cable

Oilless pump, 600mmHg, 6Kgf/cm , 12L/min

230V ±10%, 50-60Hz, 1Phase

105W

Fuse installed noise filter, Water level sensor in bottle

Application Diagram

PURISUC
Suction Master 
2,500ml

컴팩트한 사이즈

클린벤치 하부에서의 사용에 적합



ORDER INFORMATION

MAIN FEATURE

핸즈프리 풋 스위치 기능으로 사용 편의 증대 역류방지 필터 장착으로 내구성 증대

풋 패드 타입의 On/off 스위치를 통하여, 사용자
가 손을 사용하지 않고 쉽게 작동 가능합니다.

수위센서 장착으로 사용안전성 증대

수위센서가 장착되어 있어서 용기 내 내용물이

일정 높이에 도달하면, 자동 으로  흡입기능이

정지하도록 디자인 되어 있습니다.

역류방지 필터 장착으로 내구성 증대 역압에

의한 내용물의 펌프 방향으로 의 역류를  차단

하여 펌프의 고장 위험 을 제거하였기에  전반적

인 장비 내구성 이 강화되었습니다.

제품 Main Body

구분 ITEM

스페어

PUS-25-SP1

PUS-25-SP2

PUS-25-SP3

PUS-25-SP4

Bottle(2500ml) Only

Bottle(2500ml)+Cap Set

Foot Switch

Water Level Sensor

ORDER CODE

PURISUC 2500

PUS-25-MB
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액체 시료의 간단한 믹싱을 위한

초소형 볼텍스 믹서

PURIMIX

VORTEX MIXER
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STANDARD SPECIFICATION

Out(W x D x H)mm

Weight(Kg)

Motion

Model PURIMIX

132 x 185 x 130

2.3

 Orbital

Powder Coated Aluminum

0 to 3,300 RPM

Stepless

Touch or Continuous

Circular Orbit, 4.00mm diameter

Brushless Shade Motor

0.5Kg

5℃~40℃, ＜80%

AC 230V±10%, 50/60Hz

30W

Size

Mixing

Material 

Speed Range 

Speed Control  

Operating Mode 

Throw 

Driving Motor 

Shaking Load Capacity 

Permissible Temp. & Humicity 

Power 

Power Consumption 

 

FEATURE PLUS

3inch Rubber Platform Head

3인치 고무 플랫폼 헤드

Pop-Off Cup Head

Pop-off 컵 헤드

Remove Applicator

헤드 제거 툴

Application Container/Number Hand holding; any micro tube or conical tube



ORDER INFORMATION

MAIN FEATURE

제품 Main Body

구분 ITEM

스페어

PMX-SP1

PMX-SP2

PMX-SP3

3inch Rubber Platform Head

Pop-Off Cup Head

Remove Applicator

ORDER CODE

PURIMIX

PURIMIX-MB

다기능 스위치

'연속사용 모드', '소프트 터치 모드', '전원오프'

의 세 가지 모드를 쉽게 설정가능한 직관적인

스위치 차별화된 팝업 메커니즘을 구현한

'소프트 터치 모드'

다양한 어플리케이션

고무 헤드는 요철을 포함한 평면 디자인으로,
모양, 사이즈, 재질

최대 3,300rpm 범위까지 믹싱
강도 조절이 가능함

변환가능한 믹싱 속도

브러쉬가 없는 모터 장착

오랜 수명의 모터

과열 및 과전류 방지 기능으로
모터를 보호함

높은 안정성

강력한 모터와 견고한 금속 바디
는 안정적인 믹싱을 가능케함

강력한 퍼포먼스 및 안정성



TEL : 02-335-2989  FAX : 02-334-2989  Email : crystekorea@naver.com

본사 및 공장
경기도 부천시 석천로 397 테크노파크 쌍용3차 302동 1004호
TEL : 02-338-0059  FAX : 02-338-0079  Email : novapro@daum.net


